
Installation Instructions & Warranty Information
D4477 ~ 1970-74 Dodge Challenger/Plymouth Barracuda

1968-74 Dodge Charger, Coronet, Super Bee 
Plymouth Belvedere, GTX, Road Runner

5.7 liter Hemi Swap
Long Tube Headers

REV. 6 2-21-21 DSL



NOTES:

As these are swap headers there are many variables that you can run into during installation 
and these instructions are intended as a general guide only.
1) These headers are designed to be used with Street & Performance’s engine swap oil pan 
and engine mounts. Alternatively a Milodon #31000 pan should work as well. 
2) These headers will only work with Driver’s side starter motor locations!
3). We recommend a Dodge Durango 45° and PH3512 oil filter



DISASSEMBLY
1. Disconnect the negative battery cable from the battery.

2. If a car lift is not available, raise the vehicle 2 feet or higher and support with adequate  
 safety stands.  Make sure the vehicle is on a flat solid surface and is stable.

3. Unplug the oxygen sensors from the exhaust mid pipe.

4. If you currently have the stock manifolds and catalytic convertors, remove them now. If  
 equipped, the exhaust heat shields will need to be removed to access the manifold 
 bolts.

5. The oil dipstick and tube will need to rotated out of the way. Remove the oil filter.

6. Disconnect and remove the starter.

7. Remove the clutch linkage or cable (if stick shift) or shifter and kick down linkage (if  
 column automatic)

8. Remove the stock studs from the heads.

9. Remove the gaskets and any gasket material or any carbon deposits that remain on  
 the head surface.  

INSTALLATION

1. Remove the Oxygen Sensors from the stock exhaust and install them into the Doug’s  
 Headers. Use a small amount of Anti Seize on the threads; be careful not to get any  
 on the probe as this can contaminate the sensor causing poor running and decreased  
 performance.

2. Starting on the Passenger side, slide the header into position from below. Apply Anti  
 Seize to the Doug’s header bolts, install the new gasket and start all the header bolts 
 and washers. Tighten the bolts evenly, working from the center out.   

3. Reinstall the oil filter.

4. Install the Driver’s side header from below. Install the new gasket using the supplied  
 bolts and washers using the anti seize in the same manner as the right side.

5. Slide the oil dipstick back into position and bolt to the head.

6. Reinstall the starter and wiring and connect the O2 sensor wiring.

7. Check the oil level and top off as necessary.

8. Connect the negative battery cable.



PARTS LIST:
1   Left Side Header     1 Right Side Header
2   Header Gaskets     2 2 ½” Header Reducers
16  8mm-1.25 X 30mm, Header Bolts  16 Lock-Washer (8mm)
6   3/8-16 X 1 1/4” Collector Hex Bolts  6 3/8-16 Hex Nuts   
6   3/8” Lock Washers     2 Doug’s Headers Stickers


