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DISASSEMBLY / ASSEMBLY

LEFT SIDE:

1. Remove starter, starter brace, frame brace, stock manifold, dipstick tube and vacuum canister  
 for the heat riser. Note: Starter brace and fender brace may be discarded as they cannot be  
 used with the installation of your headers. Models equipped with the heat shields over the  
 motor mounts must either discard them or modify them for maximum clearance of header  
 tubes 
2. Remove starter, starter brace, frame brace, stock manifold, dipstick tube and vacuum canister  
 for the heat riser. Note: Starter brace and fender brace may be discarded as they cannot be  
 used with the installation of your headers. Models equipped with the heat shields over the  
 motor mounts must either discard them or modify them for maximum clearance of header  
 tubes.



3. Remove any gasket material or any carbon deposits that remain on the head surface.  The  
 use of a gasket removal agent will ease the removal of any gasket material.                       
4. Apply anti-seize to the header bolts.
5. Starting from below, work header through chassis into position. Note: Cars with pressure valve  
 and brake warning light switch mounted on the inside of frame may have to be relocated to the  
 top of the frame.
6. With header loose, replace starter. Reroute cable from the battery to starter to allow maximum  
 clearance on all header tubes.
7.	 Start	all	bolts	with	lock-washers.	Use	a	1-1/8”	bolt,	flat	washer	and	lock-washer	at	notches	in		
	 flange.
8. Tighten bolts evenly.
9. Replace dipstick tube and vacuum canister for the heat riser. Note: Discard the vacuum   
 canister on ’75 models.

RIGHT SIDE:

1.	 Remove	the	stock	exhaust	manifold	and	oil	filter	from	block.
2. Remove any gasket material or any carbon deposits that remain on the head surface.  The  
 use of a gasket removal agent will ease the removal of any gasket material.                       
3. Apply anti-seize to the header bolts.
4. Starting from below, work header through chassis into position (some models may require the  
 engine to be raised). 
5.	 Start	all	bolts	with	lock-washers.	Use	a	1-1/8”	bolt,	flat	washer	and	lock-washer		at	notches	in		
	 flange.
6. Tighten bolts evenly. 
7. Reroute trans lines to clear header and modify or discard brace.
8.	 Replace	oil	filter	adapter,	making	sure	cooler	lines	do	not	touch	header	tubes.
9. Install the supplied reducers and connect to the exhaust system.
10. Connect the negative battery cable.



PARTS LIST:
1   Left side header     1 Right side header
2   Header gasket     2 Reducer gasket
6	 		Bolt,	header,	flanged,	3/8”-16	x	1”	 	 4	 Bolt,	header,	flanged,	3/8”-16	x	1-1/8”
16  Lock-washer, 3/8”     4 Flat washer, 3/8”
6   Hex head cap screw, 3/8”-16 x 1-1/4”   4 Hex Nuts  3/8”-16


