
Installation Instructions & Warranty Information
H8033, H8089

NOTE: These are Universal Fenderwell, Over the Frame style headers. 
You will have to determine exit location and modifications to the inner 

fenderwells or chassis as is necessary for your car.
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DISASSEMBLY
1. Remove and mark all spark plug wires and then remove all spark plugs. Remove the oil   
 dipstick tube. 
2. If the generator/alternator or Air conditioning is mounted to the exhaust manifold remove them.
3. If you currently have exhaust manifolds or headers remove them from the vehicle. Remove the  
 existing exhaust system.
4. Clean the exhaust flange gasket surface of the cylinder heads.

ASSEMBLY
1.  Install the headers - Slide the headers into place and install a bolt at either end of the header  
 to hold them in place. This will allow you to determine proper fit.
2. Once you are satisfied that the headers fit your application, Install the gasket and the   
 remaining bolts. Tighten all bolts evenly woking from the center out.
3. Reinstall the oil dipstick, generator/alternator (you may need an H7606 bracket) and air   
 conditioning.
4. if you removed the cutch linkage, shift linkage, starter, etc. reinstall them now.
5. Install the reducers and determine the connection to the exhaust system.                                      
6. Weld the reducers to the exhaust system and install them onto the headers utilizing the   
 gaskets and bolts supplied.
7. Install spark plugs and connect the wires to the proper plug. 
8. Check to make sure that all the wiring, brake lines, hoses, etc. are clear of the headers or any  
 exhaust component.
9. Connect the battery cables.



Parts List
1   Left Side Header    1 Right Side Header
2   Header Gaskets    2 Collector Gaskets
12  Header Bolts    6 Collector Bolts (12 on H8089)
6 Collector Bolt Nuts (12 on H8089) 2 Reducers
2 Block Off Plates (H8089 only)


