
Installation Instructions & Warranty Information
H8057 ~ 99-06 Chevrolet/GMC 2WD 1500, 2500, 3500 Trucks
H8079 ~ 07-13 Chevrolet/GMC 2WD 1500, 2500, 3500 Trucks

Long Tube Headers
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DISASSEMBLY

1. Remove the spark plugs, spark plug wires and spark plug heat shields.

2. Remove bolts attaching Catalytic converters and Y Pipe and remove from vehicle.

3. Unplug the oxygen sensors from the manifolds.

4. Remove the oil dip stick and tube.

5.	 Unbolt	the	A.I.R.	fittings	from	the	right	side	manifold.	

6. Center the Steering wheel do that it points straight ahead. Turn the key to the lock position and  
 REMOVE THE KEY!

7. Remove the lower steering shaft – NOTE: DO NOT rotate the steering shaft with the lower  
 shaft disconnected or damage to the air bag can occur. See the G.M. service manual and  
 G.M. Notice #26068010 before removing.

8. Remove the manifold bolts from each manifold and remove the manifolds from the truck.

9. Remove the gaskets and any gasket material or any carbon deposits that remain on the        
 head surface.  The use of a gasket removal agent will ease the removal of any gasket   
 material.  



INSTALLATION

1. Remove the Oxygen Sensors from the stock manifolds and install them into the Patriot   
 Header. Use a small amount of Anti Seize on the threads; be careful not to get any on the  
 probe as this can contaminate the sensor causing poor running and decreased performance.

2. Apply anti seize to the supplied header bolts.

3. Install the right side header (from Below) and gasket using the supplied bolts and washers.  
	 Tighten	the	center	two	bolts	first	and	then	work	your	way	out.	

4. Install the A.I.R. tube and new gasket using the supplied bolts, washers and nuts.

5. Reinstall the oil dipstick and tube.

6. Install the left side header (from Above) and gasket using the supplied bolts and washers  
 using the anti seize. Leave loose until steering is back in.

7. Replace the steering shaft and cross bolt, tighten to factory spec.

8. Tighten all header bolts starting with the center two and working your way out.

9. Reinstall spark plugs and wires and re connect the oxygen sensor wires.

10. Connect the factory Y Pipe or the Patriot High Flow Y Pipe part #H1100

11. Connect the negative battery cable.



Parts List
1 Left side header   12 8mm-1.25 x 20mm, header bolts
1 Right side header   2        5/16-18x3/4’’ hex head bolt
2 Header gaskets   6 3/8-16 x 1-1/4” Collector Hex head bolts
1 Gasket (A.I.R.)               6         3/8-16 Hex Nuts
2  Reducers   6         3/8” Lock washers  


