
Installation Instructions & Warranty Information
H8059 ~ 88-98 Chevy/GMC Pickup 1500, 2500, 3500 2 & 4WD

92-96 Chevy/GMC 3500 Crew Cab & Dually 2WD
92-96 Blazer/Jimmy/Suburban/Yukon/Tahoe 2WD

92-96 Blazer/Jimmy/Tahoe/Yukon 2 Door 4WD
265-400 SBC - Long Tube Headers

REV. 6 3-2-21 DSL



DISASSEMBLY

1. Remove bolts attaching head Pipes and Catalytic converters to stock manifolds. Move out of  
 the way to allow header installation.

2. Remove the spark plug wires, spark plugs, and spark plug heat shields (discard shields).

3. Remove the Oxygen sensor from the left side pipe, save for reinstallation.

4. Remove the oil dipstick tube, alternator, power steering pump and any brackets mounted to  
 the exhaust manifolds.

5. Remove the air injection system and diverter valve; these headers have no provision for A.I.R.  
 so the system will have to be removed from the vehicle.

6. Remove the exhaust manifolds from the vehicle.

7. Remove the gaskets and any gasket material or any carbon deposits that remain on the head  
 surface. The use of a gasket removal agent will ease the removal of any gasket material.          



INSTALLATION

1. Starting on the passenger side, remove the motor mount through bolt and jack the motor up  
	 2-3”.	Be	sure	to	use	a	flat	piece	of	wood	between	the	oil	pan	and	jack	to	prevent	damage	to		
 the oil pan.
2. From below, slip the right side header and gasket into place and use two bolts to loosely hold  
 it in place.
3. Lower the motor back onto the mount, reinstall and tighten the motor mount bolt.
4. Replace the dipstick using the original stud and supplied spacer. Install the supplied bolts and  
	 washers	in	the	remainder	of	the	bolt	holes.	Tighten	the	center	two	bolts	first	and	then	work		
 your way out.
5. From below, slip the left side header and gasket into place and use two bolts to loosely hold it  
 in place.
6. Modify the alternator/power steering bracket as shown in the illustration. Install the bracket  
 using the stock studs and supplied spacer.
7. Install the supplied bolts and washers in the remainder of the bolt holes. Tighten the center  
	 two	bolts	first	and	then	work	your	way	out.
8. Install the alternator and power steering pump.
9. Install the oxygen sensor into the left side header, using a small amount of anti seize on   
 the threads. Be careful not to get the anti seize on the probe as this could damage it causing  
 poor performance and rough running. Hook up the Oxygen sensor wire.
10. Reinstall the spark plugs and spark plug wires
11. Cut and weld your exhaust system to the supplied reducers to complete your installation.
12. Connect the negative battery cable.



Parts List
1 Left Side Header  1 Right Side Header
2 Header Gaskets  2 Reducers
2 Reducer Gaskets  12 3/8-16x3/4” Header Bolts
6 3/8-16 X 1 ½” Bolts  6 3/8-16 Hex Nuts
2 Steel Spacers, 3/8” I.D. X 5/8” O.D. X 1 ¼” Long 


