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DISASSEMBLY

1. Remove oil dipstick tube, alternator and its brace (on early cars, A/C pump and brace on later  
 models).

2. Unbolt stock head pipes from the exhaust manifolds and push aside.

3. Note the spark plug wire locations and remove them from the spark plugs.  Use a twisting  
	 motion	while	pulling	the	spark	plug	boot	off	of	the	spark	plug.		Be	very	careful	not	to	damage		
 the spark plug boot and do not pull on the wire itself.

4. Remove the spark plug wire looms and dipstick tube bracket bolt, and any brackets attached  
 to the exhaust manifolds.

5. Remove the spark plugs.

6. On computer controlled vehicles, carefully remove O2 sensor and hang out of the way.

7. Remove the exhaust manifold bolts and remove the exhaust manifolds.

8. Remove the gaskets and any gasket material or any carbon deposits that remain on the head  
 surface. The use of a gasket removal agent or scraper will ease the removal of any gasket  
 material. 



ASSEMBLY

1.	 Place	a	floor	jack	under	the	oil	pan	with	a	flat	board	for	support.	Loosen	the	transmission		
 mount bolts. 
2. Remove the passenger’s side motor mount bolt and raise the motor approx 2-3”. check to 
 Make sure the fan does not contact the shroud (82-84 models).
3. Slide passenger side header in from above the vehicle; do not install any bolts yet.
4. Lower the motor and check for header clearance. (On some later models, the heater line will  
 need to be repositioned to gain clearance).
5. Replace motor mount bolt.
6. Using the supplied header bolts and lock-washers, apply a small amount of anti-seize to the  
	 bolts	and	start	the	most	restrictive	bolts	first.	Tighten	to	a	final	torque	of	35	ft.	lbs.
7. Reinstall the dipstick tube.
8. Install the spark plugs and attach the appropriate wire to the spark plug and reattach the spark  
 plug wire looms. It may be necessary to reroute wires to clear the headers.
9. Slide the driver side header in from above.
10. Using the supplied header bolts and lock-washers, apply a small amount of anti-seize to the  
	 bolts	and	start	the	most	restrictive	bolts	first.	Tighten	all	bolts	evenly.
11.	 Modify	the	A/C	bracket	as	shown	in	Illustration	1,	Page	4.	Reinstall	the	modified	A/C	bracket		
 and pump using the stock stud and provided spacer.
12.	 Reinstall	the	alternator	and	brace	and	tighten	all	fasteners	evenly,	most	restrictive	first.
13. Install the spark plugs and attach the appropriate wire to the spark plug and reattach the spark  
 plug wire looms. It may be necessary to reroute wires to clear the headers.
14. On computer controlled vehicles, reinstall the O2 sensor using a very small amount Anti seize  
 on the threads
15.	 On	vehicles	without	an	O2	sensor,	install	the	provided	plug	in	the	fitting	on	the	left	header.
16. Connect the negative battery cable.

To complete the exhaust: For connection to the factory exhaust, purchase Y -Pipe, Part No. D901. 
For a custom dual exhaust system, purchase 2 reducers Part No. H7238.



Parts List
1   Left side header    1 Right side header
2   Header gaskets    2 Collector gaskets
12  3/8”-16 x 3/4” header bolts  6 Nut, hex, 3/8”-16
6   Screw, cap, hex head, 3/8”-16 x 1” 1 1-1/4” Spacer


