
Installation Instructions & Warranty Information
H8207 ~ MOPAR 383-440

1967-74 Passenger Car/Wagon (B & E Bodies)
1970-74 Challenger/Barracuda, 1975 Chrysler Cordoba 400

Long Tube Headers

REV. 7 3-2-21 DSL



Note: Will NOT fit cars equipped with Air Injection Pump without modification
Note: Will fit Aftermarket B-1/B-S heads but May require header modification to fit in Chassis
Note: Will NOT fit B-1 Heads dues to angle plugs

DISASSEMBLY

1. Drain Coolant/Water from Radiator as some exhaust studs go into the water jackets.
2. Remove and mark all spark plug wires and then remove all spark plugs.
3. Disconnect the head pipes from the exhaust manifolds.
4. Remove front and rear studs from head.  
5. Remove the remaining bolts and remove the manifolds.
6. Remove studs from heads.
7. Remove clutch linkage (if manual transmission). Remove shift linkage (if automatic column  
 shift) kickdown and transmission/key interlock linkage.
8. Remove the center drag link from the pitman arm and idler arm.
9. Disconnect and remove starter.
10. Remove engine to bellhousing brace (if so equipped).
11. Remove any gasket material or any carbon deposits that remain on the head surface.  



INSTALLATION

1. Starting on the Driver’s Side; Place a board between the oil pan and a floor jack and remove  
 tension from the motor mounts. Remove the driver’s side motor mount center bolt.
2. Raise the engine approximately 2”.
3. From below, slide the driver’s side header into position and hang from the front stud. You will  
 have to move the stock head pipes out of the way if you haven’t already done so.
4. Slip the header gasket in place and start the front and rear bolts. Leave loose.
5. To prevent coolant leaks, apply a small amount of thread sealant to the header bolts supplied  
 with the headers for all bolts that go into the water jackets.
6. Lower engine and replace motor mount bolt.
7. With the header still loose, replace the starter, clutch linkage (manual trans cars) and shift  
 linkage (auto trans cars, linkage will need to be modified per Illustration A). Replace the   
 kickdown linkage and transmission/key interlock linkage.
8. Tighten all header bolts evenly starting from the center.
9. Slide the passenger side header into place from below and work it up through the chassis into  
 position. You will have to move the stock head pipes out of the way if you haven’t already  
 done so. Position the gasket in place and start header bolts. To prevent coolant leaks, apply a  
 small amount of thread sealant to the header bolts supplied with the headers for all bolts that  
 go into the water jackets.
10. Tighten all header bolts evenly starting from the center.
11. Replace center drag link and double check that all steering linkage is in place and tightened  
 properly.
12. Replace the spark plugs and spark plug wires. 
13. Make sure coolant drain is closed and refill the radiator.
14. Use the supplied reducers and modify your stock exhaust system as necessary to connect to  
 the collectors.
15. Connect the negative battery cable.
16. Check over the installation to make sure that all wires, lines, hoses. etc. are connected and  
 have adequate clearance to protect them from the heat generated by the headers.





Parts List
1 Left side header    1 Right side header
2 Collector Reducers    2 Header gaskets
2 3” Collector gaskets    12 3/8-16X1” header bolts 
6 3/8”-16 x 1” hex head cap screws 6 3/8”-16 hex nuts
6 3/8” Lock Washers


