
Installation Instructions & Warranty Information
H8426 ~ 65-70 Mustang, 67-70 Cougar ~ 260-302

NOTE: Power Steering requires bracket part #H7609
Long Tube Headers
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DISASSEMBLY

1. Remove and mark all spark plug wires and then remove all spark plugs.. 

2. Disconnect the head pipes from the exhaust manifolds and remove the   
 manifolds.

3. Remove the clutch linkage (if manual transmission)

4. Remove the power steering ram from the frame.

5. Remove any gasket material or any carbon deposits that remain on the head  
 surface.  The use of a gasket removal agent will ease the removal of any gasket  
 material.  



ASSEMBLY

1. Start the left header from below and work it up through the chassis into position  
 over the exhaust ports. 

2. With the header loose, replace the clutch linkage (if removed).

3. Start all the header bolts and tighten evenly.

4.	 Tighten	all	the	header	bolts	evenly	to	a	final	torque	of	approximately	35	ft.	lbs.

5. Reinstall the power steering ram with a purchased bracket P/N H7609. It may be  
 necessary to reroute the power steering lines for header clearance.

6. Automatic Transmission: Check the kickdown linkage. It may be necessary to  
 bend the linkage towards the engine until it will work properly. Check the steering  
	 lockout	rod,	which	may	also	require	bending	(to	fit)	or	removal.	If	removed,			
 the linkage to which it was attached must be wired in place to prevent steering  
 from locking while the vehicle is moving.

7. Replace the spark plugs. When you install the spark plugs, apply a small amount  
 of anti-seize to the threads.

8. Start the right header from below and work it up through the chassis into position  
 over the exhaust ports. 

9. Start all the header bolts and tighten evenly 
 a. Note: It may be necessary to reroute the automatic transmission cooling  
 lines and/or starter cables for adequate header clearance.

10.	 Tighten	all	the	header	bolts	evenly	to	a	final	torque	of	approximately	35	ft.	lbs.

11. Replace the spark plugs. When you install the spark plugs, apply a small amount  
 of anti-seize to the threads.

12. If the collector contacts the emergency brake cable, the bracket must be   
 relocated so the cable will clear. See Illustration.

13. Use the supplied reducers to connect the collectors to your stock exhaust   
 system.

14. Connect the negative battery cable.





Parts List
1 Left side header    1 Right side header
2 Reducers    2 Header gaskets
2 3” reducer gaskets    16 3/8”-16 x 3/4” header bolts 
6 3/8”-16 x 1” hex head cap screws 6 3/8”-16 hex nuts
  


