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DISASSEMBLY

1. Unbolt head pipes from stock exhaust manifolds.

2. Remove spark plug wires, spark plugs, and the stock exhaust manifolds.

3. Remove the engine oil dipstick and tube.

4.	 Loosen	H-Pipe	at	the	rear	joint	(muffler	end)	to	ease	the	header	installation.

5. Remove the gaskets and any gasket material or any carbon deposits that remain on the head  
 surface. 



ASSEMBLY

1. Starting from above, work the left side header down into place. Note: It may be necessary to  
 raise the motor on this side to facilitate installation. If so, place a board between the jack and  
 the oil pan and raise the motor slightly.
2. Apply anti-seize to all header bolts being used. Start all of the header bolts for this header but  
 leave header loose.
3. Lower the engine into place and reinstall the engine mount nuts, tighten accordingly.
4. Modify the dipstick tube bracket as shown in Figure 1.
5. Re-install engine oil dipstick tube and dipstick.
6. Install 2 bolts from exhaust system to the header using the supplied 7/16” bolts and nuts and  
 tighten them evenly.
 a. Note: On stick shift models, it will be necessary to move the clutch cable away from the  
 header. This can best be accomplished by bending the mounting bracket towards the fender.  
 Be sure cable has at least 1” of clearance from the header.
7.  Starting from above, work the right-side header down into place.
8. Apply anti-seize to all header bolts being used. Start the header bolts for this header but leave  
 header loose.
9.	 	Install	supplied	smog	tube	mounting	bracket	(in	place	of	stock	one)	over	R-4	tube.
10. Reinstall stock smog tube to bracket with stock screw.
 a. Note: When moving the smog tube to its new location it will require the rubber hose  
 connecting it to be bent and trimmed. If this cannot be accomplished without severely kinking  
 the hose, replace it with a 90º hose such as Gates #20333 or equivalent.
11. Install 2 bolts from exhaust system to the header using the supplied 7/16” bolts and nuts and  
 tighten them evenly.
12. Tighten H-Pipe at rear joint.
13. Tighten the header bolts evenly starting from the center out.
14. Make sure all of the other fasteners are tightened.
15. Reinstall spark plugs and plug wires.
16. Connect the negative battery cable.



Parts List
1 Right Side Header     1 Left Side Header 
2 Header Gaskets    1 Smog Tube Mounting Bracket
1 CARB EO Sticker    16 3/8”-16 X 3/4” Header Bolts
2 3/8”-16 X 1” Header Bolts  4 7/16-14 X 2-1/4”
4 7/16-14 Hex Nuts


