
Installation Instructions & Warranty Information
H8600 ~ 1968-74 AMC AMX, Javelin, Rebel, Ambassador

1972-79 JEEP CJ5, CJ7, CJ8 74-83 Cherokee, 71-91 Wagoneer, 
71-88 J-10 & J-20

340, 360, 390, 401 DOG LEG PORT ONLY 
(Will Not fit Stock 68-69 Rectangle ports)

WITHOUT A.I.R. Injection
 Mid Length Headers
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DISASSEMBLY

1. Disconnect 02 sensor if equipped.

2. Remove the Heat riser valve, cold air tube and air cleaner and heat stove if equipped.

3. Remove the spark plug wires and spark plugs.

4. Remove the oil dipstick to valve cover bracket.

5. Remove bolts attaching head pipes stock manifolds, then remove the stock manifolds.

6. Clean exhaust flange gasket surface of the cylinder heads thoroughly. 

NOTE: WELDING May Be Required, 
See installation instruction #4 Before Starting installation.



INSTALLATION

1. From the top, slip the headers into place and install with the new gasket and supplied Header  
   bolts. Tighten evenly working from the center outward .

2. Reinstall the spark plugs and wires and the dipstick retainer bracket.

3. If you wish to retain the heat stove you will need to fashion an adaptor to clamp it to the   
 header.

4. Exhaust Hookup:
 a.  Driver’s side - AMC should bolt right up. It may be required to loosen the motor mount  
 bolts and Raise the driver’s side to get the header in place on some AMC cars. JEEP if the  
 exhaust outlet of the stock manifold is under the 3rd spark plug, the exhaust will bolt right up.  
 81-91 Grand Wagoneer, 81-83 Cherokee & 81-88 J Series most likely have the outlet under  
 the 4th spark plug so you will have to modify the exhaust headpipe.
 b. Passenger side - AMC used two different passenger side manifolds on 70-79 cars, if you  
 have the Type 1, no modifications necessary. If you have Type 2 you will need to modify the  
 exhaust headpipe. JEEP’s should bolt right up.

5. Reinstall the heat riser valve to the passenger side header with the provided gasket and 3”  
 bolts. If you have the early style without the taper to seal to the exhaust pipe you will need to  
 reuse the original gasket; or you can purchase the later style heat rider, NAPA #600-1828.  
 Torque to 15 ft/lbs - do not over tighten!

6. Install the driver’s side exhaust pipe using the Dome Gasket and 2 1/4” bolts. Torque to 15 ft/ 
 lbs - do not over tighten!

7. Connect the negative battery cable.



Parts List
1   Left side header    1 Right side header
2   Header gaskets    2 Collector gaskets
12  3/8-16X1” Header bolts  4 5/16-18X1” Header bolts
2   3/8-16 x 3” Hex head bolts  2 3/8-16 x 2 1/4” Hex head bolts
4   3/8” Lock washers    4 3/8-16 x 1” Hex Head bolts
4   3/8-16 Hex Head Nuts   4 3/8-16 Star Washers


