
WARNING:
Please read this manual carefully before using this equipment

ENGINE WATER PUMP

KM0404102

INSTRUCTION MANUAL



GENERAL SAFETY

1.DO not use in house
2. DO not smoke by machine
3.Keep inflammable material away
4.Stop engine when refueling ,don’t let fuel spill out
5.The temperature of water which is gonna be transport 
   should less than 40 C
6.Gasoline engine should be steady operate at normal 
   temperature (268-313K), Atmospheric pressure ≤89.8
   Kpa . relative humidity

  

≤60%
7.Water pump set be steady at 10 perpendicularity or 
    level operation

o
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1.Engine and pump                  2.Water filter
3.Pipe connector                      4.Clamp
5.Nut                                          6.O ring
7.Rubber cushion

        How to assemble 

2.Assemble pipe connector1.Mount rubber cushion 3.Assemble water pipe

ARTICLE IN CARTON

4



3.Press primer 
   bulb 5 times

4.Set choke rod 
at “    ”position
(Mark could be  “OFF”)

2.Add mixed fuel 
Mixture rate 25:1 

5.Pull starter until 
   ignition voice occur

6.Set choke rod 
at “    ”position
(Mark could be “ON”)

5.Pull starter again
 engine will be started 
   

6.Adjust throttle switch to
speed up engine

7.Pin the red button until
   engine totally stopped 

NOTICE:
1.Fill pump with water before starting, do not let pump running dry
2.Do not use pure gasoline , use mixed gasoline , the rate is 25:1
3.Do not speed up engine immediately after starting , let engine run
   at idle speed for 5 min. then speed up engine gently , don’t be abruptly
  (Especially for new machine)
4.Do not let engine run at full speed , set engine running at proper speed
5.  , please slow down engine to idle speed
   and let engine run for 3 min. then pin red button (Not just single click) 
   until engine totally stopped
    
   

Do not stop engine at high speed 

4.Assemble water filter

1.Unscrew cap and pour water into 
   pump . The water level must be
   over mechanical seal ,had better 
   fill pump  

        How to Use 



4.Clean up accumulated 
   carbon of muffler

Every 50 hours

1.Clean up accumulated 
   carbon of spark plug, 
   adjust gap to 0.6-0.7mm

2.Replace fuel filter 
   with new one

3.Clean up air filter with 
   Kerosene and dry it up

     Trouble Shooting 

A .Engine can’t start:
1.The fuel mixture rate is too thick
2.Fuel filter is blocked by dust
3.Air check valve in fuel tank cap is blocked
4.Spark plug have too much accumulated carbon
5.Engine have  leakage , Especially check crank 
   case oil seal and joint of carburetor with intake pipe
B. Pump does not pumping water
1.Pump body lack of priming water
2.Water filter is blocked by sludge
3.Clamp ring is not clamping hose tight enough 
4.Hose have  breakage 
   
  Storage

If you intend to store water pump for long time , please 
do it as following:
1.Drain fuel from fuel tank , due to there still have fuel in
   carburetor , engine can still be started , please start 
   engine , let engine run at idle speed till engine stopped 
   automatically (fuel in carburetor is ran out) .
2.Take down spark plug , and pour some oil into cylinder
   pull starter , let oil smear on cylinder inner surface
3.Clean up machine .Place machine in dry and ventilate area  

      Periodic Maintenance 
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Fig.NO. PART
 

NO. DESCRIPTION QTY Fig.NO. PART
 

NO. DESCRIPTION QTY

KM0404102-E1 1E36FE.9-3 SCREW 1 KM0404102-E26 1E40F-5.3- FLYWHEEL 1

KM0404102-E2 1E36FE.9-4 RATCHET 1 KM0404102-E27 GB/T859 FLAT

 

WASHER 1

KM0404102-E3 1E36FE.9-1
STARTER

 

ROPE

 

REEL
1 KM0404102-E28 GB/T97.1 SPRING

 

WASHER 1

KM0404102-E4 1E36FE.9-5 STARTER

 

ROPE 1 KM0404102-E29 GB6170 NUT

 

M8 1

KM0404102-E5 1E36FE.9-7 RECOIL

 

SPRING 1 KM0404102-E30 1E40F-5.3- IGNITION 1

KM0404102-E6 1E36FE.9-8 STARTER

 

BODY 1 KM0404102-E31
1E40F-

5.3.1
WIRE 1

KM0404102-E7 GB9074.4 SCREW

 

M5*20 5 KM0404102-E32 GB9074.13 SCREW

 

M5*20 2

KM0404102-E8
1E40FP-

3Z.4-2

STARTER

 

HANDLE
1 KM0404102-E33 1E36F-3 FLAT

 

WASHER 2

KM0404102-E9
1E40FP-

3Z.4-10
RING 1 KM0404102-E34

1E40F-5.6-

1
SPRING 1

KM0404102-

E10
1E36FE.9-6 SPRING 1 KM0404102-E35

1E40F-

5.6.1
EXPANDER 2

KM0404102-

E11
1E36FE.9-2 STARTER

 

POLE 2 KM0404102-E36
1E40F-5-

11
WAVE

 

WASHER 2

KM0404102-

E12
1E36FE.9 STARTER 1 KM0404102-E37

1E40F-5-

12
SCREW

 

PIN 1

KM0404102-

E13
1E40F-5-10

STARTER

 

GASKET
1 KM0404102-E38 1E36F-2-8 FAN

 

COVER 1

KM0404102-

E14
1E36FE.7 STARTER

 

REEL 1 KM0404102-E39

KM0404102-

E15
1E36F.2 OIL

 

SEAL 1 KM0404102-E40 GB9074.13 SCREW

 

M5*25 2

KM0404102-

E16

1E40F-5.8-

2
CRANK

 

CASE 1 KM0404102-E41
1E40F-5.4-

2
BEARING 1

KM0404102-

E17

1E40F-5.8-

4

CRANK

 

CASE

 

GASKET
1 KM0404102-E42

1E40F-

03.02.01
RING 2

KM0404102-

E18
GB/T276 BEARING

 

6202/P5 2 KM0404102-E43
1E40F-5.4-

1
PISTON

 

PIN 1

KM0404102-

E19
1E40F-5.4.1 CRANK

 

SHAFT 1 KM0404102-E44
1E46FP.6-

3
PISTON 1

KM0404102-

E20
GB1099 KEY

 

3*5*13 1 KM0404102-E45
1E40FP-

3Z.3-5
PISTON

 

RING 2

KM0404102-

E21
GB119 PIN

 

B5*10 2 KM0404102-E46 1E40F-5-6
CYLINDER

 

GASKET
1

KM0404102-

E22

1E40F-5.8-

1
CRANK

 

CASE 1 KM0404102-E47 1E40F-5-4 CYLINDER 1

KM0404102-

E23
1E40F-5.9 OIL

 

SEAL 1 KM0404102-E48 GB/T70.1 SCREW

 

M5*18 4

KM0404102-

E24
GB119 PIN

 

B4*10 2 KM0404102-E49
1E40F-

HS.3
GUIDE

 

COVER 1

KM0404102-

E25
GB9074.4 SCREW

 

M5*30 4 KM0404102-E50 L6(LD) SPARK

 

PLUG 1
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KM0404102-

E51

1E40F-

3A.8-2
SPRING 1 KM0404102-E76

KM0404102-

E52
1E34F.5-3 PLUG

 

CAP 1 KM0404102-E77
1E40F-5A-

2

RUBBER

 

CUSHION
1

KM0404102-

E53
1E34F.5-2 CAP 1 KM0404102-E78

1E34F.9.2-

3
FUEL

 

FILTER 1

KM0404102-

E54

1E40F-5.3-

1
PLUG 1 KM0404102-E79

1E36FE.10

.1-2

FUEL

 

PIPE

 

(LONG)
1

KM0404102-

E55

1E40F-HS-

2
COVER 1 KM0404102-E80

1E36FE.8.

1-1
PLUG 1

KM0404102-

E56

1E40F-HS-

1

MUFFLER

 

GASKET
1 KM0404102-E81

1E36FE.10

.1-1

FUEL

 

PIPE

 

(SHORT)
1

KM0404102-

E57
1E40F-HS.2 MUFFLER 1 KM0404102-E82

GB/T9074.

4
SCREW

 

M5*16 2

KM0404102-

E58
GB9074.4 SCREW

 

M5*12 4 KM0404102-E83
1E40F-

HS.5.1
FUEL

 

TANK 1

KM0404102-

E59
1E40F-5-13 SCREW

 

M6*60 2 KM0404102-E84
1E32FL.6.

2-4
CHAIN 1

KM0404102-

E60
KM0404102-E85

1E32FL.6.

2-3
END

 

COVER 1

KM0404102-

E61
1E40F-HS.4 MUFFLER

 

COVER 1 KM0404102-E86
1E32FL.6.

2-2
INSIDE

 

COVER 1

KM0404102-

E62
1E40F-5-2

ADMITTING

 

PIPE

 

GASKET
1 KM0404102-E87

EB-

415.4.1.1-1
INLET 1

KM0404102-

E63
1E40F-5A.2 ADMITTING

 

PIPE 1 KM0404102-E88
CG420.1.3.

1-2
O

 

RING 1

KM0404102-

E64
1E40F-5A-1

CARBURETOR

 

GASKET
1 KM0404102-E89

1E32FL.6.

2-1
FUEL

 

TANK

 

LID 1

KM0404102-

E65
1E40F-5A.8 CARBURETOR 1 KM0404102-E90

1E32FL.6.

2

FUEL

 

TANK

 

LID

 

ASSY.
1

KM0404102-

E66
1E34F.1-2 CHOKER

 

HANDLE 1 KM0404102-E91
1E40F-5A-

3

RUBBER

 

CUSHION
2

KM0404102-

E67
KM0404102-E92

1E40F-

5A.3
STAND 1

KM0404102-

E68
KM0404102-E93 GB9074.13 SCREW

 

M5*30 2

KM0404102-

E69
1E34F.1.1

CLEANER

 

INSIDE

 

COVER
1 KM0404102-E94

KM0404102-

E70
GB/T9074.4 SCREW

 

M5*50 2 KM0404102-E95

KM0404102-

E71
1E34F.1-3 CHOKER 1 KM0404102-E96

KM0404102-

E72
GB/T845 SCREW

 

ST4.2*12 1

KM0404102-

E73
1E34F.1-1 AIR

 

FILTER 1

KM0404102-

E74

1E40F-

HS.1-1

CLEANER

 

OUTSIDE

 

COVER
1

KM0404102-

E75
1E34F.1.2 KNOB 1
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FIG. NO. DESCRIPTION QTY FIG. NO. DESCRIPTION QTY

KM0404102 -P1 PUMP
 

COVER 1 KM0404102 -P26 THROTTLE
 

SWITCH 1

KM0404102 -P2 O
 

RING 1 KM0404102 -P27 STOP
 

SWITCH 1

KM0404102 -P3 SEALED
 

WASHER 1 KM0404102 -P28 SCREW
 

M6*18 4

KM0404102 -P4 SCREW

 

M6*45 4 KM0404102 -P29 CONNECTOR

 

A 1

KM0404102 -P5 MECHANICAL

 

SEAL 1 KM0404102 -P30 SCREW

 

M8*16 2

KM0404102 -P6 IMPELLER 1 KM0404102 -P31 WASHER 2

KM0404102 -P7 DIFFUSER 1 KM0404102 -P32 BEARING

 

1

KM0404102 -P8 O

 

RING 1 KM0404102 -P33 CONNECTOR

 

B 1

KM0404102 -P9 PUMP

 

BODY 1 KM0404102 -P34 PEDESTAL 1

KM0404102 -P10
OUTLET

 

SEALED

 

WASHER
1 KM0404102 -P35 SCREW

 

M8*20 2

KM0404102 -P11 NUT

 

M8 2 KM0404102 -P36 NUT

 

M8 2

KM0404102 -P12 SCREW

 

M6*18 4 KM0404102 -P37 RUBBER

 

CUSHION 4

KM0404102 -P13 O

 

RING 2 KM0404102 -P38 NUT

 

M8 4

KM0404102 -P14 WHORL

 

PLUG 2 KM0404102 -P39 WATER

 

FILTER 1

KM0404102 -P15 SANNER 2 KM0404102 -P40 WATER

 

FILTER

 

CAP 1

KM0404102 -P16 PIPE 2 KM0404102 -P41 CLAMP 3

KM0404102 -P17 SEALED

 

WASHER 2

KM0404102 -P18 OUTLET

 

FLANGE 1

KM0404102 -P19 INLET

 

FLANGE 1

KM0404102 -P20 CHECK

 

VALVE 1

KM0404102 -P21 SCREW

 

M6*18 3

KM0404102 -P22 SCREW

 

M8*20 2

KM0404102 -P23 SCREW

 

M8*30 2

KM0404102 -P24 SCREW 1

KM0404102 -P25 NUT

 

M5 1
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