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Introduction 

The KBG Seat Mounting Kit facilitates mounting our Fiberglass Clam Shell 

Seating System to any newer KBG Sit Ski. This kit works for new seats or can 

also be used to transfer a used seat from a Dynamique or Monique. 

 

KBG Sit Skis use a horizontal seat mounting plate, while our seats have 

protrusions that are designed to mount flush with the seat dump angle. This 

kit provides the necessary clearance off those protrusions. It also takes all 

the guesswork out of aligning and mounting a seat by utilizing existing holes 

within our seat bottom. 

As of 2023, this kit fits the KBG Lynx, Homage, Celes, Taja and J Rawe. If you 

own an Original Bramble and are looking for a seat mounting solution, 

please contact us. This kit will not work for Original Brambles. 

Before you install the Seat Mounting Kit please first read the instructions first. 

Contact us if you have any questions.  
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Parts List 

 Seat Bracket  

 1/4-20 x 3/4” Combo Sidewalk Bolts, Stainless (6) 

 1/4-20 Nylock Nuts, Zinc Plated (6) 

 1/4-20 USS Washers, Zinc Plated (4) 

 1/4-20 Fender Washers, Zinc Plated (2) 

 

Tool List 

 #2 Philips or Large Flathead Screw Driver 

 7/16” Wrench 

 Sharpie (Silver works best) 

 Center Punch (optional) 

 Drill 

 5/16” Drill Bit  
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Mounting the Seat ✔ 

 

 If you have a High Back Seat 

with Limiter Strap, unbolt the 

Limiter Strap from the Bottom 

Shell using a screwdriver and 

7/16” wrench. 

Put aside and save the hardware for 

later use. You can leave the Limiter 

Strap attached to the upper shell. 

1) Fasten the Seat Bracket to 

the KBG Seat Mounting Plate 

using two 1/4-20 x 3/4” 

sidewalk bolts, two 1/4-20 USS 

washers, and two 1/4-20 

nylock nuts. Tighten with a 

screwdriver and 7/16” wrench. 

KBG Seat Mounting Plates have a 

range of mounting holes to fine tune 

center of balance. Choose according 

to your skier’s needs. 

2) Fasten the Seat to the Seat 

Bracket using two 1/4-20 x 3/4” 

sidewalk bolts, two 1/4-20 

fender washers, and two 1/4-

20 nylock nuts. Tighten with a 

screwdriver and 7/16” wrench. 

If you have a High Back Seat with 

Limiter Strap, do not worry about 

feeding the strap through at this time.   
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3) Verify the KBG Dump Angle 

Assembly is adjusted to your 

preferred angle.  

The Seat Bracket works as a live hinge 

and will have flex in it until everything 

is bolted up. Use this flex to adjust 

the seat to your desired dump angle. 

4) Double check the seat is 

straight, hold it against the 

KBG Dump Angle Assembly, 

and mark your drill location 

using a sharpie. 

There are two centerline reference 

holes in the seat bottom. Compare 

them with the frame and realign / 

retighten the Seat Bracket as 

necessary.  

5) Unfasten the Seat from the 

ski and drill two holes at those 

locations. Use a 5/16” bit. 

If you have one, use a center punch 

before drilling to help prevent the bit 

from walking. 

 If you have a High Back Seat 

with Limiter Strap, feed the 

Limiter Strap through the slot 

within the Seat Bracket.  
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6) Refasten the rear of the 

Seat to the Seat Bracket using 

two 1/4-20 x 3/4” sidewalk 

bolts, two 1/4-20 fender 

washers, and two 1/4-20 

nylock nuts. Tighten with a 

screwdriver and 7/16” wrench. 

 If you have a High Back Seat 

with Limiter Strap, refasten 

the Limiter Strap to the Seat 

using the hardware from 

earlier, a screwdriver and 

7/16” wrench. 

7) Fasten the front of the Seat 

to the KBG Seat Dump 

Assembly using two 1/4-20 x 

3/4” sidewalk bolts, two 1/4-20 

USS washers, and two 1/4-20 

nylock nuts. 

8) Reinstall the Seat Liner or 

any custom padding. 

You’re now ready to enjoy the slopes!  
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Notes: 

 
Enabling Technologies Limited Warranty 

The Limited Warranty guarantees that this skiing equipment, manufactured 

by Enabling Technologies, is free from defects in material and workmanship.  

This product is covered for one year from the date of purchase against such 

defects. This warranty does not cover damage caused by misuse, skier error, 

crashes or other damage caused by anything other than defects in materials 

or workmanship.  
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