








materials. Install drip pan properly by making 

sure the grooved Pot Grates are facing up 

and the pan is placed securely on the stove. 

NOTE: Improper installation may result in a 

hazardous situation. 

Remove propane tank stand from under 

pot grate before using the appliance. 

Set up using 8 oz. disposable butane 

cartridges. Use only cartridges marked 

butane. Disposable butane cartridges must 

be disconnected from the stove when it is in 

storage. The LP-gas cartridge(s) used with 

this stove must be constructed and marked 

in accordance with the specifications for 

LP-gas cylinders of the U.S. Department of 

Transportation or Transport Canada, CAN/ 

CSA B339.Dispose of empty fuel cartridges in 

approved containers in accordance with local 

codes. Do Not incinerate. 

1. Installing fuel cartridge

Control knob must

be in OFF position

or cartridge will not

install. Insert finger

into round hole of

compartment cover to

pull open. Insert fuel cartridge by sliding

the cartridge fuel nozzle into the stove

nozzle receptacle. Make sure the opposite

end of fuel cartridge is aligned properly to

fit into the notch in the bottom guide.

2. Fuel collar alignment

Gently rotate the fuel

cartridge until the

notch flap is seated

completely into the fuel

collar notch.

3. lock in fuel cartridge

Slide lock-in/release lever all the way down

u nti I you feel a firm

click. Close the fuel

cartridge compartment

cover. CAUTION:

Forcing the lever down

when the cartridge is

not positioned properly may result in a

hazardous situation.

NOTE: The lever will not push all the way

down if:

(1) The collar flap is not seated properly

into the notched fuel collar. (2) The flame

control knob is not in the OFF position.

Make sure the gas cartridge is installed 

correctly to avoid leaks. 

SETUP USING 1 LB DISPOSABLE PROPANE 

CYLINDERS Use only 16.4 oz disposable 

propane cylinders. Use only cylinders marked 

propane. The LP-gas cylinder(s) used with 

this stove must be constructed and marked 

in accordance with the specifications for 

LP-gas cylinders of the U.S. Department of 

Transportation or Transport Canada, CAN/ 

CSA B339. Disposable propane cylinder must 

be disconnected from the appliance when it 

is in storage. 

1. Control knob must be in OFF position. Insert

finger into round hole of compartment cover

to pull open.

2. Route hose through hole in back of stove

and finger tighten fitting to regulator inlet.







GLEANING THE BURNER 

NOTE: Spiders and small insects can spin 

webs and build nests inside the burner. This 

especially occurs in late summer and fall 

before frost when spiders are most active. 

These nests can obstruct gas flow and cause 

a fire in and around the burner and orifice. 

Such a fire can cause operator injury and 

serious damage to the appliance. To help 

prevent a blockage and ensure full heat 

output, clean and inspect burner tube often 

(once or twice a month). NOTE: Water or air 

pressure will not normally clear a spider web. 

GLEANING AND MAINTENANCE 

Correct care and maintenance will keepyour 

appliance operating smoothly. Clean 

regularly as determined by the amount of 

use. NOTE: Clean the entire appliance each 

year and tighten all hardware on a regular 

basis (1-2 times a year or more depending 

on usage). Cleaning should be done where 

detergents won't harm patio, lawn, or the 

like. Keep appliance area clear and free 

from combustible materials, gasoline and 

other flammable vapors and liquids. Keep 

the ventilation opening(s) of the cylinder 

enclosure free and clear from debris. 

SUGGESTED GLEANING MATERIALS 

• Mild dish washing liquid detergent

• Wire brush

• Nylon cleaning pad

• Hot water

• Paper clip

• Soft brass bristled brush

COMPONENT GLEANING: 

• Burner should be wiped clean. Hot soapy

water and a soft bristle brush can be used

to clean the burner surfaces. Clean clogged

gas port holes with an opened paper clip.

Replace corroded or damaged burners that

would emit excess gas. 

• COOKING SURFACES, POTS AND PANS: Clean

the cooking surface with soapy water and a

nylon cleaning pad.

• After appliance has cooled, wipe areas

where paint and finish have burned off to

minimize rusting.

LIMITED WARRANTY 

Flame King No-Hassle Warranty 
Here at Flame King we stand by our products and take pride 

in our customer service. Because of this, your new Flame 

King product comes with a No-Hassle Warranty. What does 

that mean? It means that if we did something wrong, we 

will make it right. We guarantee our products to be free from 

defect in all materials and workmanship (excluding paint 

and finish). We will replace defective parts so you can get 

back to enjoying your product as soon as possible. 

Required Maintenance: 
Clean your product after each use to maintain its finish and 

prolong its lifespan. Wipe away all grease and ashes. Keep 

metal products free of moisture, salts, acids and harsh 

fluctuations in temperature. Unfortunately, product paint 

and other finishes are not covered by this warranty. The 

exterior finish of the product will wear down over time. 

Coverage Details: 
Warranty does not cover normal wear of parts or damage 

caused by misuse, abuse, overheating and alteration. No 

alterations are covered in this warranty. Flame King is 

not responsible for any loss due to neglectful operation. 

Furthermore, this warranty does not cover items purchased 

from a 3rd party company, unauthorized dealers, or 

damages caused by natural disasters such as earthquakes, 

hurricanes, tornadoes, floods, lightning, fires, etc. 

Upon the expiration of this warranty, all such liability will 

terminate. No other warranties are expressed or implied. 

Please keep all original sales receipts from the authorized 

dealer. Proof of purchase is required to obtain warranty 

services. Any parts or products returned without written 

authorization will be discarded without notice. 

To obtain warranty services submit a warranty request at 

http,//www.campchef.com/warranty-information, email 

warranty@campchef.com, or call 1.800.650.2433. 

Our Product Specialists are happy to help. 

Warranty applies to the contiguous U.S. states only. 

WARRANTY COVERAGE PERIODS 

Pellet Grills & Stoves 

Fire Pits 

Water Heaters 

1 year from purchase date 

1 year from purchase date 

1 year from purchase date 

Movie Screens 1 year from purchase date 

All other items & accessories 90 days from purchase date 

Extended warranty available on select models 





















GARANTIE LIMITEE 

Garantie sans souci de Flame King 

Chez Flame King, nous garantissons la qualite de nos 
produits et sommes fiers de notre service a la clientele. C'est 
pourquoi votre nouveau produit Flame King s'accompagne 
d'une Garantie sans souci. De quoi s'agit-il 7 Simplement 
: si nous commettons une erreur, nous la reparons. Nous 
garantissons que nos produits sont exempts de defaut de 
materiaux et de fabrication (a !'exclusion de la peinture et des 
finitions). Nous remplacerons les pieces defectueuses pour 

vous permettre de jouir a nouveau de votre produit dans les 
meilleurs delais. 

Entretien requis 

Nettoyer votre produit a pres chaque utilisation pour conserver 
les finitions et prolonger sa duree de vie. En lever toute trace 
de graisse et de cendres. Garder les produits metalliques 
a l'abri de l'humidite, des sels, des acides et des brusques 
variations de temperature. La peinture et autres finitions 
de votre produit ne sont malheureusement pas couvertes 
par la presente garantie. Les finitions exterieures du produit 
s'useront avec le temps. 

Portee de la garantie : 

La presente garantie ne couvre pas l'usure normale des 
pieces du produit ou tout degat provoque par la mauvaise 
utilisation, l'abus, la surchauffe et les modifications. Elle ne 
couvre non plus aucune modification. Flame King n'est pas 
responsable des pertes eventuelles resultant de la negligence. 
Par ailleurs, cette garantie ne couvre pas les articles achetes 
au pres d'une tierce partie, les concessionnaires non autorises 
ou les dommages causes par des catastrophes naturelles, par 
exemple les seismes, les ouragans, les torn a des, les 
inondations, la foudre, les incendies, etc. 

La responsabilite de Flame King prend fin au moment de 
!'expiration de la presente Garantie. II n'existe aucune autre 
garantie expresse ou tacite. 

Veuillez conserver tous les regus originaux de vos achats du 
concessionnaire agree. Une preuve d'achat est requise pour 
beneficier des services de garantie. Les pieces ou produits 
retournes sans autorisation ecrite seront rejetes sans 
notification. 

Pour beneficier des services de garantie, veuillez soumettre 
une demande a cet effet sur notre site http://www.campchef. 
com/warranty-information, par courriel a l'adresse warranty@ 
campchef.com, ou par telephone au numero 1800 650-2433. 
Nos Experts produits seront heureux de vous assister. 

La garantie s'applique uniquement aux Etats americains 
contigus. 

PERIODES DE VALIDITE DE LA GARANTIE 
Barbecues a granules et 
rechauds 

Feux de camp 

Chauffe-eau 

Ecrans de cinema 

1 an a partir de la date 
d'achat 
1 an a partir de la date 
d'achat 
1 an a partir de la date 

d'achat 
1 an a partir de la date 
d'achat 

Tous les autres articles et 90 jours a partir de la date 
accessoires d'achat 

I Certains modeles peuvent beneficier d'une garantie prolongee. 




