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Walkover

 Code Voltage   Type of Current   H (mm) W(mm) Weight (kg)

 24  DC   26.1 21.3 0.2

       

 

  

Colour Temp: /2400K /2700K /3000K /4000K / 5000k / RGBW

LOW ENERGY

2/3/4/5K
COLOUR TEMP

2 YEAR*
WARRANTY

IP65
RATING

CRI
>90

OP. TEMP
-05°C

to
+40°C

VOLTAGE
     24V DC

IK08

LOW ENERGY

5000K
COOL WHITE

3 YEAR*
WARRANTY

IP65
RATING

CRI
>80

OP. TEMP
-20°C

to
+40°C

VOLTAGE
AC220 - 240V

•

 

 

IP65 Combined with our LED tape for outdoor use.

•

 

www.reeltechuk.com enquiries@reeltechuk.com 01604 643522

Recessed Walkover LED strip lighting suitable for Patios, paths, boarders, 
Porcelian tiles and slabs

Water Resistant, 120* Degree beam angle.

•

•

Opal PMMA diffuser.

Sliver aluminium housing and the option to have bespoke RAL colour.•

L (mm)

2000

Housing Colour: /Silver /Black /RAL (CODE)
Lens: Opal

Profile can be cut to suit installation.

LED tapes to be cut every 50mm - 100mm depending on tape.

•

•

RTWOP2000


