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MOUNTING DETAIL
14 GA 304 STAINLESS STEEL
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INLET FITTING A B EXHAUST FITTING c D
NF 22.0° 0 NF 0 162 PART NUMBER CONSTRUCTION
2F 22,0 202" 2F 2,02 -0.40°
37 220 3.00° 3T 3.00° -0.38" FTT400—VWVVW—V V-P-%F-%F-T/C <(MOD)
F=A+B+C SEREES DESIGNATIN f
DIA, 400 = 4°
20,000W-35,000W] WATT
[240v TR 480V] EXHAUST [N = NO FITTING
VLTS Lphase - |2F = 2 NPT /a\
1 = ONE_PHASE 3T = 3' TUBE
/2\ KNOCKOUTS FOR VARIABLE CONDUIT SIZE OPTIONS: 1/27, 3/4°, 1, 1-1/4° 3 = THREE PHASE INET
A\ OPTIONAL MODIFICATION NUMBER IS ASSIGNED FOR CUSTOM CONFIGURATION.
A\ OPTIONAL TYPE K THERMOCOUPLE MAY BE INSTALLED (1 or 2 PROBE CONFIGURATION AVAILABLE)
/A EXHAUST FITTING OPTIONS ARE: 2F, 3T OR NO-FITTING CONFIDENTIAL
! 2 "~ THIS DOCUMENT CONTAINS PROPRIETARY
EXHAUST FITTINGS ARE MADE FROM 303 OR 304 STAINLESS STEEL IFTRNATION OF FARNAN CUSTOM PRODUCTS
CAND ITS RECEIPT DR POSSESSION DOES NOT
A\ INLET FITTING DPTIONS ARE! 2F, 3T OR NO FITTING CINVEY ANY RIGHTS o REPRODUGE, TOSCLDSE IS
INLET FITTINGS ARE MADE FROM 303 OR 304 STAINLESS STEEL CONTENTS, (R, TO WAMFACTIRE, USE, DR SELL
2. LEADWIRE IS 12 GA, BLACK 600V 200C UL1199 FNYTHING IT MAY TESCRIBE).  REPRODLCTIEN, T
3 ISCLOSURE, R USE WITHOUT SPECTFIC WRrTTEN | TOLERANCES FT400 LONG 2F-2F-TF2
STANDARD 14° LEAD TERMINATES IN JUNCTION BOX e Cor ot PN ?,.ﬂ —— ST l_“
NOTES: 1. FT400 LONG TYPICALLY USED WITH CLEAN DRY AIR SUPPLY STRICTLY FIRBIDDEN A
wrvomn M. DULKEN D MFT mm 11/09/15 | sn1 OF 1[sw C




