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 INSTALLATION INSTRUCTIONS FOR JD COOLANT CATCH 

 -Unbox and unwrap your new coolant catch. 

 -Locate  small  ziptop  bag  with  hardware  inside.  There  should  be  2X  bu�on  head  bolts,  2X  washers  and  2X 
 black plas�c spacers. Remove hardware from bag (Fig. 1). 

 -Bo�le  neck  holder  should  have  come  installed  finger  �ght  on  coolant  catch  body.  Leave  neck  holder 
 a�ached  during  installa�on  of  coolant  catch  onto  your  vehicle.  This  ensures  carriage  bolts  are  in  their 
 proper spot un�l it’s �me to install bo�le. 
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 Figure 1: Unwrapped coolant catch and unbagged hardware. 2 of 3 flexible moun�ng slots shown. 

 WARNINGS 

 -  DO  NOT  USE  A  WASHER  UNDER  ANY  BOLT  THAT  IS  USED  ON  FLEXIBLE  MOUNTING  SLOTS!  Doing  so  may  cause 
 bolt head to contact and break glass container. 

 -  IF  COOLANT  CATCH  IS  BEING  USED  IN  HIGH  SHOCK-LOAD  APPLICATIONS  SUCH  AS  OFFROAD,  IT  IS  ADVISABLE 
 TO USE A LOWER PROFILE MOUNTING BOLT ON FLEXIBLE MOUNTING SLOTS. 

 -MOUNT  COOLANT  CATCH  IN  CLOSE  PROXIMITY  TO  RADIATOR  IF  POSSIBLE.  This  allows  glass  container  and 
 residual  coolant  to  rise  in  temperature  as  coolant  temperatures  rise  further  reducing  temperature  shock  on 
 glass container. 
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 -MOUNT  COOLANT  CATCH  AWAY  FROM  EXCESSIVELY  HOT  OR  COLD  EQUIPMENT.  Excessively  hot  equipment 
 includes  exhaust  components,  oil  coolers,  turbochargers  and  other  similar  items.  Excessively  cold 
 equipment  includes  air  condi�on  equipment  and  other  cooling  devices.  Large  temperature  differences  can 
 cause glass container to crack. 

 -LOCATE  COOLANT  CATCH  IN  A  PROTECTED  AREA  WHERE  ROAD  DEBRIS  AND  OBJECTS  KICKED  UP  FROM  TIRES 
 CANNOT STRIKE GLASS CONTAINER. 

 INSTALLATION ONTO VEHICLE 

 -If  you  are  installing  coolant  catch  on  a  vehicle  that  has  a  7”  radiator  bolt  pa�ern,  support  radiator  and 
 remove  moun�ng  hardware  from  whichever  side  you  prefer.  Bolt  coolant  catch  to  vehicle  through  radiator 
 moun�ng  holes  using  provided  bolts,  washers  and  spacers  (Fig.  2).  Make  sure  to  place  black  plas�c  spacers 
 between coolant catch and radiator. 

 Figure 2: Bolts, washers and spacers in 7" moun�ng loca�ons and coolant catch properly installed on vehicle. 
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 -If  your  radiator  bolt  pa�ern  is  not  7”  and  you  s�ll  choose  to  use  stock  radiator  moun�ng  loca�ons  to  install 
 coolant  catch,  you  may  be  able  to  use  the  flexible  moun�ng  slots  on  coolant  catch.  Follow  above  step  while 
 u�lizing moun�ng slots and  observe warnings above  (Fig. 3). 

 Figure 3: Flexible moun�ng slot u�liza�on. No�ce washers aren't being used due to close proximity of bolt head to glass bo�le. 

 -You  may  mount  coolant  catch  anywhere  you  please  so  long  as  you  observe  warnings  above.  We  really  mean 
 anywhere,  not  just  your  engine  bay,  like  your  garage,  den  or  mancave/womancave  wall  for  easy  shot  or  Jack 
 and Coke access, or perhaps your camper for unopened bo�le protec�on while you travel… just saying. 

 INSTALLATION OF BOTTLE INTO COOLANT CATCH 

 -Remove  bo�le  neck  holder  from  coolant  catch  body  by  unscrewing  2X  brass  acorn  nuts  from  carriage  bolts. 
 Carriage  bolts  should  remain  cap�ve  by  coolant  catch  body  and  should  not  fall  out  of  place.  A  piece  of  tape 
 may be helpful if carriage bolts are able to fall out of place. 

 -Slide  neck  holder  (sheet  metal  donut  with  large  rubber  grommet  installed  in  bo�le  neck  hole)  over  JD 
 bo�le  neck.  Apply  a  light  oil  or  saliva  (yup…  spit  on  it)  to  rubber  grommet  to  aid  installa�on  and  avoid 
 marring decora�ve plas�c bo�le neck covering. 
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 -Push  JD  bo�le  into  base  of  coolant  catch  body.  Be  careful  not  to  bend  coolant  catch.  Again,  use  a  li�le  light 
 oil  or  saliva  to  aid  installa�on.  Bo�le  should  fit  snugly.  IF  BOTTLE  FITMENT  IS  EXCESSIVELY  TIGHT  OR  DOESN’T 
 FIT AT ALL, EMAIL ME AT  daniel@chapman-adams.com  ,  AND I WILL SEND YOU A THINNER SET OF BUMPERS. 

 -Push  carriage  bolts  through  moun�ng  holes  in  neck  holder  and  install  2X  brass  acorn  nuts.  It  may  be  helpful 
 to  wedge  a  flat  blade  screwdriver  behind  carriage  bolt  head  to  keep  it  seated  in  coolant  catch  body.  Tighten 
 nuts being careful to avoid over�ghtening and stripping brass threads (Fig. 4). 

 Figure 4: JD bo�le installed, neck holder hardware installed and properly drilled cap installed. 

 -Refer to “Cap Drilling Instruc�ons” for proper cap prepara�ons. 

 -If  you  have  any  ques�ons  or  concerns  about  this  product  or  its  installa�on,  please  email  me  at 
 daniel@chapman-adams.com  and we’ll get it sorted out.  I hope you enjoy your JD coolant catch. 
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