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 READ THE FOLLOWING BEFORE INSTALLING OR USING YOUR JD COOLANT CATCH 

 -This  product  is  a  novelty  item  and  is  NOT  intended  for  use  on  street  driven  vehicles  due  to  the  implied  and 
 assumed  presence  of  non-tempered  glass.  Ideal  uses  for  this  product  include  off-road  vehicles,  show 
 vehicles and hobby vehicles. This product has not been and will not be cer�fied for on-road use. 

 -However,  this  product,  when  used  with  a  non-tempered  glass  receptacle,  will  func�on  properly  as  a 
 coolant overflow system if the following precau�ons are taken: 

 ●  Allow  for  around  2  inches  of  coolant  to  remain  in  the  glass  container  at  all  �mes.  Do  this  by 
 cu�ng  your  inlet  hose  2  inches  up  from  the  bo�om  of  the  container.  This  allows  hot, 
 incoming  coolant  to  mix  with  ambient  temperature  coolant  reducing  temperature  shock  on 
 the glass container (See included Cap Drilling Instruc�ons). 

 ●  Vent  glass  container  cap  to  eliminate  pressure  or  vacuum  buildup  in  container  (See  included 
 Cap Drilling Instruc�ons). 

 ●  Mount  coolant  catch  in  close  proximity  to  radiator.  This  allows  glass  container  and  residual 
 coolant  to  rise  in  temperature  as  coolant  temperatures  rise  further  reducing  temperature 
 shock on the glass container. 

 ●  Mount  coolant  catch  away  from  excessively  hot  or  cold  equipment.  Excessively  hot 
 equipment  includes  exhaust  components,  oil  coolers,  turbochargers  and  other  similar  items. 
 Excessively  cold  equipment  includes  air  condi�on  evaporators  and  lines  and  other  cooling 
 devices. 

 ●  Locate  coolant  catch  in  a  protected  area  where  road  debris  and  objects  kicked  up  from  �res 
 cannot strike glass container. 

 -This  product  has  flexible  hardware  slots  allowing  it  to  be  mounted  in  a  variety  of  loca�ons.  The  moun�ng 
 holes  above  and  below  these  slots  are  7  inches  apart  and  are  designed  to  allow  this  product  to  bolt  directly 
 to  Jeep  CJ  and  many  other  vehicles  using  radiator  moun�ng  bolt  loca�ons  (Please  reference  “Installa�on 
 Instruc�ons”  for  more  detail).  If  flexible  moun�ng  slots  are  used,  DO  NOT  use  supplied  washer  as  this  will 
 allow  screw  head  to  contact  glass  container.  If  high  shock-loads  are  possible,  use  a  lower  profile  screw  than 
 the one supplied to eliminate the possibility of collision with glass container under extreme shock-loading. 

 -This  en�re  product  (the  formed  metal  pieces  and  included  hardware)  is  made  from  corrosion  resistant 
 materials. It is not necessary to paint or coat this product to protect it from rust or corrosion. 
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