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Thank you for purchasing the industville edison lighting bulb socket

Always read through the entire instructions carefully
you can download additional copies at www.industville.co.uk

We always recommend that installation be performed by a qualified and competent 
electrician

For indoor use only
Switch off power before installation
Bathroom installation by authorised contractor only

Class 1 product, must be earthed 

What you will need:

• Wire cutters/strippers
• Flat head screwdriver
• Pliers 
• 10cm green/yellow flex 0.5-1.0mm
• 5a termination strip

 Edison Vintage Lighting Bulb Socket - ES E27 Metal Holder
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1. Twist to remove the lampholder from the casing

2. Feed one end of the 3 core flex through the top of the 
 lampholders cable clamp
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3. Pull back the fabric to expose the single insulated core on the earth cable (green/yellow)  
 and strip back aprox 15mm of the insulation

4. Twist the copper together to strengthen it, and wrap the copper clockwise around the earth  
 screw and tighten to secure the cable in place
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5. Pull back the fabric to expose the single insulated core on the live (brown) and the neutral   
 (blue) cable and strip back aprox 15mm of the insulation
6. Twist the copper together and then bend it over to strengthen and thicken the copper flex

7. Push the live core into the push fit connector on the lampholder marked +
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8. Push the neutral core into the push fit connector on the lampholder marked –
9. Give it a gentle tug to make sure the connection is tight and secure
10. Feed the casing back over the lampholder, and the screw connection over the top of the  
 cable clamp, and slowly screw the casing together 

11. Tighten the screw on the cable clamp to hold the cable in position, do not overtighten!
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13. Pull back the fabric to expose the single insulated core on the earth cable (green/yellow)  
 and strip back aprox 40mm of the insulation
14. Strip back the single insulated core on the additional 10cm earth flex and twist together with  
 the earth on the 3 core cable
15. Loosen the nut on the ceiling rose, and wrap the copper from the two earth cables clock  
 wise around the earth screw and re-tighten the nut to secure the cables in place

12. Feed the other end of the 3 core cable through the ceiling rose to the desired length
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16. Pull back the fabric to expose the single insulated core on the live (brown) and the neutral  
 (blue) cable and strip back aprox 15mm of the insulation
17. Twist the copper together and then bend it over to strengthen and thicken the copper flex
18. Using a termination strip, connect the live flex (brown) to the switched live, the neutral flex 

19. Using a flat head screwdriver tighten the screw on the cable clamp to secure the cable in  
 position
20. Fix the ceiling rose to the ceiling with appropriate fixings
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No user serviceable parts. In the event of failure, fault or damage
shut off power and contact us 

via email - support@industville.co.uk

or 

telephone - 020 7971 7871

stay up to date 

we post regular design and product updates on our blog and 
through our social media outlets

Follow us!


