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Best doors BP 30 Door Set -/30/30sm Installation
WALL TYPE: TIMBER STUD Architrave 40 x 10 30 or 40
FRAME TYPE: TIMBER minimum { site “-,
Fram e materials available: su.pphed&fltted I"-T_
A — 30 x 20
Tim ber minimum 30m m thick 5 + ] I 4 L
i, . { minimum
Fasteners: \ \ ! i
| |\,\ ,.f'r'l - Smoke seal
Fram e - either nailed (75x3.2m m) or screwed | v .
) f \ i 4 Fire seals
(10gx75mm ) at 600m m centres. Two nails or 1{ [ ]
. f."'x A
screws per location. LN -
Stops - nailed (50x3.2m m ) at 200m m centres. | rd i\\;‘.;\;‘."
Architrave - nailed (50x3.2m m ) at 400mm " ¥ f_: . | .
.
centres. \ I|I -
Pryda Jam b-fixa brackets Type JBF100 at Timber stud —
FRAME PROFILE A
500mm centres.
Head Fixing (minimum):
Single door - none required
Paired door - double central fastener required
Stu d size:
Ex 75x50m m minimum
Wed ging gap:
0-6m m
WALL TYPE: TIMBER STUD 30 or 40
FRAME TYPE: TIMBER - -
Fram e materials available:
Y Sl - — 30 x 20
Tim ber minimum 30m m thick (standard L__’_,-— minimum
thicknesses are 30mm or 40mm | ol
) | Ay A / ~ Smoke seal
Fasteners: f % ;f o )
\ S § Fire seals
Fram e - either nailed (75x3.2m m) or screwed }{ i
/ Y
(10gx75mm ) at 600m m centres. Two nails or s
_ | i
screws per location. | J y
. bl
Stops - nailed (50x3.2m m ) at 200m m centres. : . a4 = |r 7
Architrave - nailed (50x3.2m m ) at 400m m * |

centres.

Pryda Jam b-fixa brackets Type
500 mm centres.
Stud size:
ex 75x50m m minimum
Wedging gap:

0-6m m

Timber stud —

FRAME PROFILE B

JBF100 at



WALL TYPE: TIMBER STUD

FRAME TYPE: TIMBER

Fram e materials available:

Tim ber minimum 30mm thick (standard
thicknesses are 30mm or 40mm)

Fasteners:

Fram e - either nailed (75x3.2m m ) or screwed
(10gx75mm ) at 600m m centres. Two nails or
screws per location.

Stops - nailed (50x3.2m m ) at 200m m centres.
Architrave - nailed (50x3.2m m ) at 400m m
centres.

Head Fixing (minimum):

Single door - none required

Paired door - double central fastener required
Stu d size:

Ex 75x50m m minimum

Wedging gap:

0-6m m

WALL TYPE: TIMBER STUD
FRAME TYPE: STEEL
Fram e materials available:
EGZ -16mm

Cold rolled galvanised - 1.6mm

Fasteners:

Folded steel connection plates (as shown) to be

sup plied with frames.

Hoo k onto frame bracing straps and nail or screw

to timber studs.

Fram e connection plates either clouts (30 x
25m m gib clouts) or screw fixed.

Head Fixing (minimum):

Single door - none required

Paired door - single central fastener required
Stu d size:

Ex 75x50 minimum

Wedging Gap:

Not applicable

WALL TYPE: MASONRY

FRAME TYPE: TIMBER

Fram e materials available:

Tim ber minimum 30mm thick (standard
thicknesses are 30mm or 40mm)

Fasteners:

Frame - M8 'Ramset' Dynabolts at 600 mm
centres nominal.

Stops - nailed (50x3.2m m ) at 200m m centres.
Architrave - nailed (50x3.2mm) at 400 m m
centres.

Head Fixing (minimum):

Single door - none required.

Paired door - single central fastener required.
Wedging gap:

0-6m m .

Lorient/ Pyroseal to
depth of at least \
half gap width

Architrave 40 x 10
\ 30 or40 _minimum ( site
\ / supplied & fitted

\ —~30 x 20
L RS TR [/ minimum
\ T / / _-Smoke seal
N !
\\‘/: |, Fire seals
X ,

‘»—,—‘L‘—-f'ﬁ
l :
| b —
Timber stud
FRAME PROFILE F

| Frame connection

! R ,ry" Plates
| Mol .

| Fire & smoke
seals

Best Doors supplied
connection plate

Timber stud -

FRAME PROFILE D
Same method for G & J : wall thickness
will determine profiles available

Wedging Gap

- 30 or 40
Grmm maximum

| . 30 x 20
minimum

| = ]

A
| 4 \U

Smoke seal

Fire seals

f <
II 4
a
/ i 4
|. 2
Y oa .
1 - Fl o
Y o -
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Architrave - 40 x 10 min — Timber wedging,
site supplied & fitted mineral packing on site
FRAME PROFILE F



WALL TYPE: MASONRY :
Masonry/concrete wall Lorient/ Pyroseal to
depth of at least

half gap width

FRAME TYPE: STEEL

Fram e materials available: i
\ Frame must be packed on site

with plasterboard, fibreboard,

ceramic or mineral wool

EGZ -1.6mm

Cold rolled galvanized - 1.6mm
Fire & smoke
Fasteners:

Countersunk anchor method - Jamb fixings at {
600 mm centres nominal: M10 expansion |

anchors eg Dynabolt DI0102F (as shown) or v
Note : M10 expansion anchor (dynabolt)

M12 masonry screwbolts. The length of bolts ) '
Mineral wool 15mm shown, Refer notes for fasteners

MU ST be confirmed on site to suit the frame packing on site maximum
openings formed. FRAME PROFILE D

Same method for G & J
Head Fixing (minimum):

Single door - none required.

Paired door - single central fastener required.
Wedging Gap:

0-15mm

WALL TYPE: STEEL STUD

Architrave 40 x 10 30 or 40
FRAME TYPE: TIMBER minimum | site
i i . supplied & fitted
Fram e materials available: A 20 x 20
Tim ber minimum 30m m thick (standard Nk t . 9 ) minirmum

thicknesses are 30mm or 40mm) Smoke seal

Fire seals

Fasteners:

Fram e - either nailed (75x3.2m m ) or screwed i

(10gx75mm ) at 600m m centres. Two nails or

screws per location. a

Stops - nailed (50x3.2m m ) at 200m m centres.
Timber stud frames out

opening in steel stud wall
centres. FRAME PROFILE A

Pryda Jam b-fixa brackets Type JBF100 at

Architrave - nailed 50x3.2m m ) at 400m m

500mm centres.

Head Fixing (minimum):

Single door - none required

Paired door - double central fastener required
Stu d size:

Steel stud minimum 63m m, timber stud to match
Wedging gap:

0-6m m

WALL TYPE: STEEL STUD
FRAME TYPE: TIMBER

Frame materials available: \ —30x20
) o ) e 5 ] / minimum
Tim ber minimum 30mm thick (standard ¥ z
i il Smoke seal
thicknesses are 30mm or 40mm) | )
) ] Fire seals
Fasteners: / ==
Fram e - either nailed (75x3.2m m ) or screwed >
(10gx75mm ) at 600m m centres. Two nails or 1 /
v - ]

screws per location. ‘ ]

Stops - nailed (50x3.2m m) at 200m m centres. Timber stud frames out ~/

opening in steel stud wall

Architrave - nailed (50x3.2m m ) at 400m m FRAME PROFILE B

centres.

Pryda Jam b-fixa brackets Type JBF100 at 500m m centres.
Head Fixing (minimum):

Single door - none required

Paired door - double central fastener required



Stud size:
Steel stud minimum 63m m, timber stud to match
Wed ging gap:

0-6m m

WALL TYPE: STEEL STUD
FRAME TYPE: TIMBER
Frame materials available:

Tim ber minimum 30mm thick (standard Lorient / P T
thic kn re 30mm r 40mm dDrlf}T f Illmsei;a : | Architrave 40 x40
cknesses are 0 ) epth of at leas Y 30or40 _minimum | site

Fasteners: half gap width I'. supplied & fitted

Fram e - either nailed (75x3.2m m ) or \ = —30x 20

T ! .
! minimum
' _~Smoke seal

screwed (10gx75mm) at 600m m centres. ‘-—r—

Two nails or screws per location. | .
¢ Fire seals
| y
ra

Stops - nailed (50x3.2m m ) at 200m m

centres. Architrave - nailed 50x3.2mm ) at

400m m centres.

Pryda J b -fi b kets T JBF100 at ] i !
ryda Jam \xa brackets lype a Timber stud frames out ./

500 mm centres. opening in steel stud wall

Head Fixing (minimum): FRAME PROFILE F
Single door - none required

Paired door - double central fastener required

Stud size:

Steel stud minimum 63m m, timber stud to match

Wedging gap:

0-6m m



