
Paint Rack Assembly Instructions 

Wall-mount 25mm rack 
 

Notes before assembling 

This product requires glue for assembly.   The joints are very tight by design to make this a sturdy product and will 
need a bit of force to get them inserted.  It is safe to gently tap on stubborn joints with a hammer to get them to seat 
correctly.  If you need to hit it hard, then it probably is not aligned up correctly.  Should it still be too tight, use a craft 

knife to shave a little off the edges of the tabs (red parts indicated here )   

 

Building the frame 

Start by putting on the top and bottom of the paint rack as 
pictured.   

You then need to glue in all the supports, as pictured.   These 
have a tight fit, and might need a tap with a hammer to get 
them to seap properly. 

Wait for this to dry, the supports need to be sturdy for the 
next step. 

When attaching the sides, glue should be applied where parts 
join in the green areas here: 

 

 

 

 

 

  



Inserting the paint shelves 

Starting from the section marked “A” the shelves are added from bottom to top.   

A: The bottom shelf simply slots in as pictured, 
and should catch on the little ledge near the base 
of the first support. 

 

B: The second shelf (B) will have 2 slots which 
you need to slide the bottom supports through 
as pictured, and then the slots on the top will 
catch on the ledge near the bottom of the first 
support. 

C-G: Shelves C through G are inserted in the 
same manner: The center holes slide over the 
support, the slots at the top will catch on the 
ledge, and the holes at the bottom will clip in to 
place over the top of the supports of a previous 
shelf. 

You should apply glue to the top of the support 
where it slots in to the shelf, to hold it in place. 

H: Shelf H is installed in much the same manner, 
except that there are only the two front holes to 
install. 

 

I: The final shelf only has to be slotted in to the 
supports as pictured. 

 

With all the shelves installed, your 
assembly should now look as pictured on 
the right. 

 

 

  

  



Adding the sides 

Place the bottom-rear corner of the last side in to place (as designated by the 
green circle) – position the first shelf tab into the hole, and then continue 
upwards, seating the side in to place.   The shelf tabs should go in fairly easily.  
Once they are all in place, use a hammer to gently make sure that everything is 
properly seated and secure. 

Repeat this process for the other side. 

 

 

 

 

 

 

 

Wall-mount Reinforcements 

Once the assembly is dry, flip the shelves over, and glue the 
mounting reinforcements as pictured.   Let these dry before 
handling the shelf, as there is nothing holding them in place 
apart from the glue. 

 

 

 

 

 

 

 

Final Assembly 

 


