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DUST COMMANDER®  
Industrial cyclone filter element / Dust collector

ReferenceReference
DUST-XL+

Description Description 
- High efficiency cyclone separator  (>99%)
- Heavy duty industrial construction
- 125mm diameter input/output ports
- 125 to 100mm adapters sold separately (ref. MXL-ADA)
- Compatible with HVLP dust collectors from 1 to 3HP

Scope of deliveryScope of delivery
1 x DUST COMMANDER XL+ filter
1 x MOUNTING KIT including :

- 6 x ISO 7380F M5x12 stainless steel A2 hex button head socket screw with flange
- 6 x DIN 9021 M5 (5.3) stainless steel A2 washers
- 6 x DIN 934 M5 stainless steel A2 nuts
- 1 x rubber gasket
- 1 x self ashesive cutting template

Max air flowMax air flow
4000m³/h

Build materialBuild material
Carbon steel – satin/matt paint finish

COOCOO
China

HS CODE HS CODE 
8421392590

EANEAN
3760013430436

HeightHeight
84 cm

WidthWidth
47.2 cm

DepthDepth
40 cm

WeightWeight
9.7 kg

Packing dimensions Packing dimensions 
88 x 56 x 48 cm

Packing WeightPacking Weight
13.3 kg
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