
1 - Step Ceramic
Hard Surface Transfer Paper 

INSTRUCTIONS FOR BEST RESULTS: 

1. Place transfer sheet into the appropriate tray of the iColorⓇ printer, print side up or down
depending on your model (the white gloss coated side is the print side)

2. In the iColorⓇ TransferRIP or ProRIP Software, configure for white overprinting. A white spot
coverage (white overprint) of 300% - 400% with a 1 - 2 device pixel underfilling is suggested for
best results.

3. Paper type should be ‘Labels 2’ (for images with heavier toner coverage, select an ‘Ultra Heavy’
setting) if printing from the iColorⓇ 500/600 and ‘Coated Glossy’ if printing from the iColorⓇ 550.
Page size should be ‘Letter’.
⚠ Set the job to mirror print to ensure it looks correct when transferred to the front of the
substrate.
TIP: For clear acrylics, you can also transfer to the back of the substrate - Do not mirror print and
use a white underprint.

4. Print the image.

5. When using a heat press: Place a piece of kraft paper on the lower plate. Align the substrate to
the printed image and lay flat on the press, with the hard surface transfer paper on top. You can
tape the hard surface paper to the  lower kraft paper for additional stability. Cover with a silicone
pad (.5mm - 1mm is suggested for best results) or the foam pad that shipped with the media.

● For mug presses: Simply choose the appropriate sized sleeve, tape the transfer onto the
mug with heat resistant tape (image facing the mug), insert the mug and press
accordingly.

6. For most applications, press at 300℉ / 150℃ with medium high pressure. The duration of the
press depends on the thickness, type, and composition of the substrate used. Refer to the matrix
for suggested press times and peeling methods.
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Surface Time Temp Press 
Pressure 

Peeling Notes 

Acrylic 60 - 120 sec 
depending 

on thickness 

300℉ / 150℃ 8 ( Med - High) Cool Place heavy object on top while 
on the press for 20s to prevent 
warping if necessary 

Glass / Crystal 60 - 180 sec 
depending 

on thickness 

300℉ / 150℃ 8 ( Med - High) Warm Warm Peel. Bake in convection 
oven at 360℉ / 182℃ for 20min 

Ceramic Mugs 180 sec 300℉ / 150℃ 8 ( Med - High) Cold Wait 1 min, then place substrate 
in warm water for 2mins before 
peeling. Bake in convection oven 
at 360℉ / 182℃ for 20 mins 

Ceramic Tiles 180 sec 300℉ / 150℃ 9 (High) Cold Wait for substrate to cool 
completely before peeling. Bake 
in convection oven at 360℉ / 
182℃ for 20 mins 

Ceramic Tiles 
(Full Bleed) 

300 sec 300℉ / 150℃ 9 (High) Cold Wait for substrate to cool 
completely before peeling. Bake 
in convection oven at 360℉ / 
182℃ for 20 mins 

FOR TIPS AND TECHNIQUES VISIT:
www.garmentprinterink.com/pages/transfer-media-tech-tips 
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