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REFERENCE MATERIAL
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DESCRIPTION
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DATE
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APPROVED BY

PROCESS/FINISH
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KEP
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ECO-0172785 ANDREA 8/30/2019

VOLTAGE CHANGED PER ECO. OUTLINE

- -

ECM EVERGREEN (3.0)  1/3 HP, 115/230V

-

NOTES:

1.       BELLY BAND MUST BE PLACED WITHIN AREA "A" ONLY     
2.       OPTIONAL EXTERNAL #8 SELF TAPPING GROUND SCREW
          AND TERMINAL MAY BE PROVIDED BY CUSTOMER AT LOCATION SHOWN.
3.       SUGGESTED MATING CONNECTORS:

5 PIN CONNECTOR - TYCO 350809-1
4 PIN CONNECTOR - TYCO 350779-1
SOCKET  (TIN)  - FOR .060-.130 WIRE INS. DIA RANGE - TYCO 350536-1

                   FOR .130-.200 WIRE INS. DIA RANGE - TYCO 350537-1
4.       WARNING: APPLYING 240VAC LINE INPUT WITH JUMPER APPLIED
          WILL PERMANENTLY DAMAGE UNIT.
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Tx SERIAL DATA
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C COMMON

JMP

JUMPER 
APPLICATION FOR 
120VAC LINE INPUT 

ONLY
SEE NOTE 4

GROUND

N AC LINE

L1 AC LINE

VENTILATION SYSTEM
SHELL VENTS OPEN
ENDSHIELD (LE) NA
ENDSHIELD (OLE) CLOSED
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MTG. POSITION VSD

10.71 5.00 4.50 3.57 5.71
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