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Product
MBK-6 

Features
• Refill at your truck or shop!

• 250 PSI adjustable regulator with internal  
bleed-down safety

• Weighs less than 7 lbs.

• Dual inlet and outlet gauges

• On/Off valve

• 87” hose provides extra reach

• Universal cone included

• Adjustable shoulder strap included

• Compact lightweight case

• Uses Nitrogen or CO2

Applications
• Clearing clogged drains

• Purging with Nitrogen

• Coil cleaning

DOC39571
www.diversitech.com
1.800.995.2222

Estimated discharge time @100psi 

Nitrogen Gas 35 seconds

Liquid CO2 160 seconds

DrainKat™
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C2.5S
TANK & VALVE ASSY.

CA-252C
REGULATOR ASSY.

FA-03
ADAPTOR

FA-01
ADAPTOR

ACCESSORY
CASE

HOLSTER

NYLON STRAP
W/ BUCKLE

INCLUDED
IN AP-DK 

QN-S3
NEEDLE TIP

CB-03
RUBBER
CONE TIP

TG-87A
87" HOSE

BS-25
BBLOW GUN
W/ SAFETY TIP

CW-15
15" HOSE

DF-75
INFLATABLE TIP

DrainKat™

Replacement Part Diagram


