
2  Slide 
the side 
notch of 
the block 
onto a 
bail.

3  Slip 
the block 
and bail 
into the 
lever slot 
from the side.

1  Rotate 
a block to 
match 
the picture.

4  Slide 
the block 
all the way 
down to 
the bottom 
of the slot.

Package Includes:
2 levers
2 blocks
2 screws
2 nuts
1 big ol’ rubber band
1 awesome sticker

Replacement Heel Lever Installation Instructions (Version 2)

Required Tools:
Vise Grips
1/8” hex key
3/8” wrench (please don’t use pliers!)
Tools to remove existing lever
Cardboard to pad the Vise Grip jaws

7  Use padded Vise Grips to 
gently hold the block in place while you tighten 
the screw with the hex key and wrench. Be 
careful not to strip the screw head. It might take 
a couple of tries to figure out how to hold and 
tighten everything without moving the block.

1  
Slide 
a lever 
onto a 
bail.

3  Slip 
the block 
into the 
lever slot 
from the 
side.

2  
Rotate a 
block to 
match 
the 
picture.

4  Insert the screw 
from the back and 
lightly turn the nut on. 
It’s best to get it tight 
enough that you can 
just move the block.

6  Wrap the rubber 
band around the 
assembly to hold it as 
you tighten the screw. 
Check that the ridge is 
still resting in the groove.

D
one!

8  Remove the rubber band. Gently 
rotate the bail all the way around a 
few times to make sure things work 
smoothly. It’s normal for the bail to be 
tight in some places. If gentle turning 
doesn’t ease it, try Step 7 again.

5  Wiggle the block 
to make sure that the 
ridge is resting in the 
groove in the bail. The 
lever should point to 
the tail of the ski.

How to choose which Mode to use:

Tail 
leash 
hole

RightLeft

Ankle
leash 
hole

Slot

Levers

Ridge for 
centering 

22Designs 
bails

Block

Mode 2

Mode 1

No

Were your 
bindings made 
by 22Designs?

Yes Mode 1 was 
designed especially 

for you!

G3 Targa? Voile Switchback? 
BD 03? These and most others 

use Mode 4.

Mode 2 should work for you, but if 
you like things tight, try Mode 3. 

However, Mode 3 has no beer mode.
Yes

No

bluebirddaygear.com/
compatibility.html
for a detailed list.

Do they have a tie bar under the
heel like a Black Diamond 01 or 02?

Check:

Be careful to match the right lever to the right binding and the left lever to the left binding during installation. 

Thank you for purchasing our heel levers. We’ve worked really hard to make them as easy to 
use as they are tough to break. If you find that these instructions don’t work for your setup, email 
us and we’ll work something out. levers@bluebirddaygear.com



7  Use padded Vise Grips to 
gently hold the block in place while you tighten the screw 
with the hex key and wrench. Be careful not to strip the 
screw head. It might take a couple of tries to figure out how 
to hold and tighten everything without moving the block.

8  Remove the rubber band. 
Gently rotate the bail all the way 
around a few times to make sure 
things work smoothly. It’s normal 
for the bail to be slightly loose.

Mode 3
1  Rotate 

a block to 
match 
the picture.

2  Slide 
the side 
notch of 
the block 
onto a bail.

3  Slip 
the block 
and bail into 
the lever slot 
from the side.

4  Slide the 
block down 
until the block 
is flush with 
the top of the 
slot.

5  Insert the screw 
from the back and 
lightly turn the nut on. 
It’s best to get it tight 
enough that you can just 
move the block.

6  Use padded Vise Grips to gently 
hold the block in place while you tighten the screw with 
the hex key and wrench. Be careful not to strip the screw 
head. It might take a couple of tries to figure out how to 
hold and tighten everything without moving the block.

7  Gently rotate the bail all the 
way around a few times to make sure 
things work smoothly. It’s normal for 
the bail to be slightly loose.

8  Shoot your extra rubber band 
across the room with pride and 
satisfaction because you are . . . 

Mode 4

7  Use padded Vise Grips to 
gently hold the block in place while you tighten the screw 
with the hex key and wrench. Be careful not to strip the 
screw head. It might take a couple of tries to figure out how 
to hold and tighten everything without moving the block.

1  Slide 
a lever 
onto a bail.

3  Slip 
the block 
into the 
lever slot 
from the side.

2  Rotate 
a block to 
match 
the picture.

4  Slide 
the block 
all the way 
down to the 
bottom of 
the slot.

5  Insert the screw 
from the back and lightly 
turn the nut on. It’s best 
to get it tight enough 
that you can just move 
the block.

6  Wrap the rubber 
band around the 
assembly. This really 
helps keep the block 
from moving as you 
tighten the screw.

8  Remove the rubber band. Gently 
rotate the bail all the way around a 
few times to make sure things work 
smoothly.

Mode 2 cont.

D
one!

D
one!

D
one!

5  Insert the screw 
from the back and lightly 
turn the nut on. It’s best 
to get it tight enough 
that you can just move 
the block.

6  Wrap the rubber 
band around the 
assembly. This really 
helps keep the block 
from moving as you 
tighten the screw.


