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Polyester

Sewing effectiveness

Thin fabric :
Thick fabric :
Regular fabric :

2. The definition of elastic cloth:
If a cloth that measures 100mm*30mm extends to 106mm or more when 
under 0.5kg tension force, then the cloth is defined as elastic. 
Otherwise it is inelastic.

3. Hard fabric includes jeans, fine canvas, etc.

4. Soft fabric includes towels, dusters, etc.

IMPORTANT!
1. The machine is not designed to sew silk or wool.
2. If the machine does not sew smoothly when sewing thin fabric, it is 
recommended to put a regular piece of paper under the fabric when sewing.



#13,#14 or #15ac,



1.  Replace the presser foot with Buttonhole presser foot

2.  Put the cloth under the presser foot and lower the presser foot on the cloth where 

    you need to sew buttonhole.

3.  Choose the 15ac stitch, turn on the switch and sew 5-6 stitches in low speed, then 

    turn off the switch (Fig. a).

4.  Choose the 15b stitch, turn on switch and sew on the cloth in suitable length, then 

     turn off switch. Try to keep sewed stitch in straight line (Fig. b)

5.  Choose the 15ac stitch, then turn on switch and sew 5-6 stitches in low speed, then 

     turn off switch ( Fig. c).

6.  Choose the 15d stitch, then turn on switch and sew till buttonhole is fully sewed. 

     (Fig. d ).

MANUAL BUTTONHOLE

Fig. a Fig. b 

Fig. c Fig. d 





Set the machine for Stitch #13 or #14 and attach Satin Foot. Sew, with the right side of the 
stitch at the edge of the seam. Trim the seam edges evenly.

Stitch #12, #13 or #14, depending on the look you want.



2. If the bottom thread looks like a straight line (Fig. B), it means the top thread 
is too loose. Please turn the tension dial to a higher number to increase pressure 
until the stitching returns to normal.

3. If the top thread looks like a straight line (Fig. C), it means the top thread is 
too tight. Please turn the tension dial to a lower number to reduce pressure 
until the stitching returns to normal.

Reverse sewing

Reverse about  
3 stitches

Reverse about  
3 stitches

To cut the thread tails, place them into the thread cutter on the side of the machine and pull down until 
the threads are trimmed.



ADJUSTING STITCHING
1. As shown in the Fig. A, normal stitching shall have top and bottom threading neither 
over tight nor loose.

(White x1 & Black x1)

(White x1 & Black x1)

Stitch #1, size C
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take-up lever



SS-7059

, then realease the Presser Foot Lifter.

Fig.5

Bobbin winder Bobbin winding stoper

Fig.3

Fig.6 Fig.7
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Fig.4
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