
 

 
How to update your AutoCal 

and BBX settings 
Step 1: EFILive Scan and Tune 

1. Make sure you have the most up to date EFILive software downloaded to your Windows 

Computer. 

 

2. Current most up to date software for EFILive click here: EFILive V8.  

 
3. A Pop-up for User Account Control will then come up asking "Do you want to allow 

EFILive V8 Scan and Tune to make changes to this computer". 
 

 Click “Yes”. 
4. EFIlive Scan and Tune Setup will then open up to their Installer. Click “Next”.                 
 

          

 

http://download.efilive.com/Software/V8/EFILiveV8.2.2.294_Setup.exe


5. EFILive Licenses Agreement will prompt you to read the following document carefully. 
 
 Select check box "I agree to the terms of this licenses agreement".  
 

Click “Next” to proceed to the next step of the installation of EFILive Scan and Tune.           

 
 
6. EFILive Installation Folder will be the next step in the install. 
 
   Click “Next” for allowing the Software to be installed to "c:\Program Files 
(x86)\EFILive".          

  
 
7. EFILive Shortcut Folder will then want you to select if you want the V8 Scan and Tune to 
be accessible by all users or only the current user. 



 Click “Next”.            

  
 
8. Ready to install "you are now ready to install EFILive Scan and Tune V8” 
Click “Next”.       

  
 



       9. EFILive will then proceed to install Scan and Tune to your desktop.       

     
 
10. EFILive Scan and Tune "Installation Successful". 
 
 Click “Finish”.      

  
 
11. EFILive Scan and Tune V8 will be located on your desktop. 
 

 

 

 



Step 2: Updating your AutoCal or V2 

 
1. After installing the latest EFILive software onto your computer plug your AutoCal or 

V2 into your computer with the supplied USB cables.  
 

2. Open “EFILive Scan and Tune” 

 
 

3. At the bottom right hand side of your desktop on the taskbar you will have a small 
V2/AutoCal icon pop up. Click on the icon.

 
 



4. EFILIve Control Panel will then be displayed in front of you. Click the F6: Firmware 
tab on the left hand side.

 
 
5. If your device is needing to be updated then it will have in red “Please update to 

version: x.xx.xx” with an Update Boot Block/Firmware button to the right. (if it 
doesn’t need updating then the words will be in green)

 
 
6. Click the Update Firmware button. The devices screen will begin to flash while 

updating. Once this is complete your device is ready to have your tunes loaded onto 
it!  

Step 3: Updating your BBX Setting 
1. First you will download the attachment in the email labeled “BBX Settings” 

 

2. To download the “BBX Settings” attachment left click the download button on 

your email (some emails may be different than others depending on your web 

browser, Google Chrome is what we prefer you to use) 

file:///C:/Users/Chad/AppData/Local/Microsoft/Windows/INetCache/Content.Outlook/BBX%20Files/BBX%20Settings.bbx
https://www.google.com/chrome/browser/desktop/


 

3. Once it has downloaded to your computer from your email you will it will be at 

the bottom of your web browser “left click” on “BBX Setting” 
 

4. EFILive Scan and Tune will then pop up immediately to the “FlashScan/AutoCal 

PID Selections” where you will be able to see the BBX settings are ready to be 

configured to your device.

 
 

5. Click the “F2: Scan” Tab and select the type of truck you are flashing. (for this 

particular example we are going to select the E86B Module also known as the 

2015 LML Duramax’s) Here is a list of what is what  

E54 = LB7 2001 – 2004 Duramax 

 E60 = LLY 2004.5 – 2005 Duramax 

 E35A = LBZ 2006 – 2007 Duramax 

E35B = LMM 2007.5 – 2010 Duramax 

E86A = LML 2011 – 2014 Duramax 

E86B =  LML 2015 Duramax 

 CMB = 5.9L 2006 - 2007 Cummins 

CMC = 6.7L 2007.5 - 2009 Cummins 

CMD = 6.7L 2010 - 2012 Cummins 

CME = 6.7L 2013 - 2015 Cummins 



 

 
6. Depending on your type of truck you will select your control that belongs to 

your truck. For these instruction as stated previously are for a 2015 LML 
Duramax also known as “E86B module”. Make sure you only select the 
controller for the truck you’re tuning. You’re going to left click the check box 
and also left click to the right on the controller to turn the selected controller 
blue.   

   

 

7. Next you’re going to left click on the “F3: Tune” Tab and do just the same as you 
did before in #6. Select the controller for the truck you’re tuning. You’re going to 
left click the check box and also left click to the right on the controller to turn 
the selected controller blue.   

 
 



8. Once you have selected the controllers for your truck in the F2: Scan and the F3: 
Tune tabs your will then proceed to the “Program” button at the bottom. Click 
the down arrow to the right of the Program tab. 

 
9. Once you have click the down arrow on the right side you will then “Format 

CONFIG File System”

 
 

10.  Once you have selected the “Format CONFIG File System” above then you will 
do the same steps but youre going to select the “Program Selections and 
Configuration File (Slower)” this time. 

 
 

11.  It will then begin “Copying Configuration Files”.

 
 

12. Once completed your device has been updated with the most up to date BBX 
PID’s for your truck! 


