
Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Tu h k a  -  Y k s i

Wall Hanging The fixtures are constructed from a bronze 
casting, natural stone elements and glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
LED Driver Intergrated Triac Dimmable (5%-100%) as 
standard, All dimming protocols available on request.
Mas Wattage 20w. Back lighting available on request 
Output Voltage: 24V.
Input Voltage: 110V-230V-277V, to be specified. 

Sculpted by hand the Tuhka wall lights are inspired by the 
breathtaking Finnish landscape. Crafted from glass, stone 
and bronze the sculptures are achieved through lost wax 
casting and thoughtfully finished with its own unique patinas 
and paints.

Yksi
Standard dimensions:* 
H300xW220xD125mm 
H11.8”xW8.7”xD5”

* Each piece is sculptured by hand, dimensions act as guide only

Alabaster Cast Bronze 
Light Patina

Cast Bronze 
Mid Patina

Cast Bronze 
Dark Patina

Cast Bronze 
Tarnished Patina

Natural Stone 

Finishes and  Materials 

Each Tuhka sculpture is constructed and finished using 
materials chosen from thoughtfully considered pallet.  
A selection of this are highlighted here:
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Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Tu h k a  -  K a k s i

Sculpted by hand the Tuhka wall lights are inspired by the 
breathtaking Finnish landscape. Crafted from glass, stone 
and bronze the sculptures are achieved through lost wax 
casting and thoughtfully finished with its own unique patinas 
and paints.

Kaksi
Standard dimensions:* 
H355xW275xD120mm 
H14”xW11”xD4.7”

* Each piece is sculptured by hand, dimensions act as guide only

Alabaster Cast Bronze 
Light Patina

Cast Bronze 
Mid Patina

Cast Bronze 
Dark Patina

Cast Bronze 
Tarnished Patina

Natural Stone 

Each Tuhka sculpture is constructed and finished using 
materials chosen from thoughtfully considered pallet.  
A selection of this are highlighted here:

Finishes and  Materials 

35
5m

m

275mm

Wall Hanging The fixtures are constructed from a bronze 
casting, natural stone elements and glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
LED Driver Intergrated Triac Dimmable (5%-100%) as 
standard, All dimming protocols available on request.
Mas Wattage 20w. Back lighting available on request 
Output Voltage: 24V.
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Tu h k a  -  K o l m e

Sculpted by hand the Tuhka wall lights are inspired by the 
breathtaking Finnish landscape. Crafted from glass, stone 
and bronze the sculptures are achieved through lost wax 
casting and thoughtfully finished with its own unique patinas 
and paints.

Kolme
Standard dimensions:* 
H410xW315xD140mm 
H16”xW12.4”xD5.5”

* Each piece is sculptured by hand, dimensions act as guide only

Alabaster Cast Bronze 
Light Patina

Cast Bronze 
Mid Patina

Cast Bronze 
Dark Patina

Cast Bronze 
Tarnished Patina

Natural Stone 

Each Tuhka sculpture is constructed and finished using 
materials chosen from thoughtfully considered pallet.  
A selection of this are highlighted here:

Finishes and  Materials 
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Wall Hanging The fixtures are constructed from a bronze 
casting, natural stone elements and glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
LED Driver Intergrated Triac Dimmable (5%-100%) as 
standard, All dimming protocols available on request.
Mas Wattage 20w. Back lighting available on request 
Output Voltage: 24V.
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Tu h k a  -  N e l j ä

Sculpted by hand the Tuhka wall lights are inspired by the 
breathtaking Finnish landscape. Crafted from glass, stone 
and bronze the sculptures are achieved through lost wax 
casting and thoughtfully finished with its own unique patinas 
and paints.

Neljä
Standard dimensions:* 
H520xW375xD150mm 
H20.4”xW14.7”xD5.9”

* Each piece is sculptured by hand, dimensions act as guide only

Alabaster Cast Bronze 
Light Patina

Cast Bronze 
Mid Patina

Cast Bronze 
Dark Patina

Cast Bronze 
Tarnished Patina

Natural Stone 

Each Tuhka sculpture is constructed and finished using 
materials chosen from thoughtfully considered pallet.  
A selection of this are highlighted here:

Finishes and  Materials 
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Wall Hanging The fixtures are constructed from a bronze 
casting, natural stone elements and glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
LED Driver Intergrated Triac Dimmable (5%-100%) as 
standard, All dimming protocols available on request.
Mas Wattage 20w. Back lighting available on request 
Output Voltage: 24V.
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Tu h k a  -  V i i s i

Sculpted by hand the Tuhka wall lights are inspired by the 
breathtaking Finnish landscape. Crafted from glass, stone 
and bronze the sculptures are achieved through lost wax 
casting and thoughtfully finished with its own unique patinas 
and paints.

Viisi
Standard dimensions:* 
H470xW310xD135mm 
H18.5”xW12.2”xD5.3”

* Each piece is sculptured by hand, dimensions act as guide only

Alabaster Cast Bronze 
Light Patina

Cast Bronze 
Mid Patina

Cast Bronze 
Dark Patina

Cast Bronze 
Tarnished Patina

Natural Stone 

Each Tuhka sculpture is constructed and finished using 
materials chosen from thoughtfully considered pallet.  
A selection of this are highlighted here:

Finishes and  Materials 
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Wall Hanging The fixtures are constructed from a bronze 
casting, natural stone elements and glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
LED Driver Intergrated Triac Dimmable (5%-100%) as 
standard, All dimming protocols available on request.
Mas Wattage 20w. Back lighting available on request 
Output Voltage: 24V.
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Tu h k a  -  K u u s i

Sculpted by hand the Tuhka wall lights are inspired by the 
breathtaking Finnish landscape. Crafted from glass, stone 
and bronze the sculptures are achieved through lost wax 
casting and thoughtfully finished with its own unique patinas 
and paints.

Kuusi
Standard dimensions:* 
H485xW350xD150mm 
H19”xW13.7”xD6”

* Each piece is sculptured by hand, dimensions act as guide only

Alabaster Cast Bronze 
Light Patina

Cast Bronze 
Mid Patina

Cast Bronze 
Dark Patina

Cast Bronze 
Tarnished Patina

Natural Stone 

Each Tuhka sculpture is constructed and finished using 
materials chosen from thoughtfully considered pallet.  
A selection of this are highlighted here:

Finishes and  Materials 
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Wall Hanging The fixtures are constructed from a bronze 
casting, natural stone elements and glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
LED Driver Intergrated Triac Dimmable (5%-100%) as 
standard, All dimming protocols available on request.
Mas Wattage 20w. Back lighting available on request 
Output Voltage: 24V.
Input Voltage: 110V-230V-277V, to be specified. 


