
Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Direct attach as standard. Download our “Standard hanging 
option” spec for further information. Custom option available.

Conforms to UL Std.: 2108

I n a r i

Due to the sculptural nature of the pendant, each design is a 
one-of-a-kind piece. Bespoke sizing available upon request.
Integral LED sculptural lighting. 

Hanging Fully adjustable drop height on 1.2mm stainless steel 
suspension cables.
Light Source Opal silicon light diffusers. 
LED matrix, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Via suspension cables.
Light Output: decorative lighting element only.
Dimming Triac Dimmable (5%-100%) as standard, 
All dimming protocols available on request.
Wattage dependent on sizing. 
Output voltage: 24V.
Input voltage: 110V-230V-277V, to be specified.
 

Low Density

Standard Density

Size illustrated 190x150x40cm.
Illustrative arrangement, each piece is unique.

Size illustrated 210x80x80cm.
Illustrative arrangement, each piece is unique.

Finishes and  Materials Options

Polished Metal
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Brushed Metal
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Inspired by Lake Inari in Finland, the Inari chandelier furthers 
our organic exploration of light fluidity and entwining design. 
Each piece is hand formed by our artisans to the desired size. 
No two pieces are ever alike.
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