
Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

K u u l a s

Each hand-blown glass sphere is up to a 40cm diameter 

Hanging
Fully adjustable drop height on chandelier chain. 

Light Source  
Hand-blown glass diffusers. Integrated LED lighting. 
LED matrix, CRI 80+, ~ 30K hours life.
LED standard colour temperature option: 2.7k 
Power to fixtures: Via integrated power cable.

Dimming  
Triac Dimmable (5%-100%) as standard, 
all dimming protocols available on request.
Wattage dependent on sizing.  
Output Voltage: 24V.
Input Voltage: 110V-230V-277V (to be specified). 

Kuulas 1.5m

Kuulas 3m

Kuulas 6m

Standard dimensions: 
H150xW100cm 
H59”xW39”

Standard dimensions: 
H300xW120cm 
H120”xW47”

Standard dimensions: 
H600xW120cm 
H240”xW47”

Finishes and Materials Options

Our Kuulas chandelier focuses on making a statement 
through modular design combining glass and metal elements. 
The piece exudes a sense of cultivated elegance with an 
industrial flair.

Polished Chain

Glass Finishes

These are colour 
examples for when the 
light is illuminated, each 
colour will vary when the 
light is turned off. 
 
Colours are for illustrative 
purposes only and may 
vary between sizing and 
illumination.

Samples and other finishes available upon request24
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