
Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

Brushed Metal

Polished Metal
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*Will tarnish over time

*

*

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.

O k s a t

Hanging Fully adjustable drop height on 1.2mm stainless steel 
suspension cables.

Light Source 
Integrated LED lighting. 
LED standard colour temperature option: 2.7k 
Power to fixtures: Via integrated power cable.

Dimming Triac Dimmable (5%-100%) as standard, 
all dimming protocols available on request.
Wattage dependent on sizing. 
Input Voltage: 110V-230V-277V (to be specified). 

Oksat 6 

Oksat 10

Standard dimensions: 
W70 x D40 x H85cm 
W27.5 x D16 x H33.5”

Standard dimensions: 
W140 x D40 x H85cm 
W55 x D16 x H33.5”

The Oksat is a sculptural exploration of light and shadow, 
consisting of illuminated glass tubes hanging at 90° angles 
and contrasting heights. 

Made of frosted engineered glass tubes concealing an 
integrated LED light source, sealed with machined end caps.  

Oksat 17
Standard dimensions: 
W210 x D40 x H98cm 
W82.5 x D16 x H38.5”


