
Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

L o h k o  -  Y k s i

Introducing Lohko - a stunning array of statement wall lights 
exquisitely crafted by artisans with a hand cast resin diffuser 
and adorned with elegant brass elements. Versatile in design, 
Lohko offers six distinct configurations, each available in a 
variety of brushed and polished finishes to suit your project 
needs. Bespoke options and design service available.

Lohko - Yksi
Standard dimensions:* 
H40xW14xD10cm 
H15.7”xW5.5”xD3.9”

* ±5% Manufacturing Tolerance 

40
cm

14cm 10cm

Wall Hanging The fixtures are constructed from a bronze and 
brass elements with a hand cast glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
Mains Power As standard.  
Luminaire fitted with E14 lamp holder as standard. 
Bulb not included. 
Input Voltage: 110V-230V-277V, to be specified. 

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.
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Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

L o h k o  -  K a k s i

Lohko - Kaksi
Standard dimensions:* 
H40xW12xD70cm 
H15.7”xW4.7”xD2.7”

* ±5% Manufacturing Tolerance 

40
cm

12cm 7cm

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.
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Introducing Lohko - a stunning array of statement wall lights 
exquisitely crafted by artisans with a hand cast resin diffuser 
and adorned with elegant brass elements. Versatile in design, 
Lohko offers six distinct configurations, each available in a 
variety of brushed and polished finishes to suit your project 
needs. Bespoke options and design service available.

Wall Hanging The fixtures are constructed from a bronze and 
brass elements with a hand cast glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
Mains Power As standard.  
Luminaire fitted with E14 lamp holder as standard. 
Bulb not included. 
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

L o h k o  -  K o l m e

Lohko - Kolme
Standard dimensions:* 
H35xW15xD7cm 
H13.7”xW5.9”xD2.7”

* ±5% Manufacturing Tolerance 

34
cm

15cm 7cm

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.
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Introducing Lohko - a stunning array of statement wall lights 
exquisitely crafted by artisans with a hand cast resin diffuser 
and adorned with elegant brass elements. Versatile in design, 
Lohko offers six distinct configurations, each available in a 
variety of brushed and polished finishes to suit your project 
needs. Bespoke options and design service available.

Wall Hanging The fixtures are constructed from a bronze and 
brass elements with a hand cast glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
Mains Power As standard.  
Luminaire fitted with E14 lamp holder as standard. 
Bulb not included. 
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

L o h k o  -  N e l j ä

Lohko - Neljä
Standard dimensions:* 
H30xW15xD10cm 
H11.8”xW5.9”xD3.9”

* ±5% Manufacturing Tolerance 

30
cm

15cm 10cm

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.
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Introducing Lohko - a stunning array of statement wall lights 
exquisitely crafted by artisans with a hand cast resin diffuser 
and adorned with elegant brass elements. Versatile in design, 
Lohko offers six distinct configurations, each available in a 
variety of brushed and polished finishes to suit your project 
needs. Bespoke options and design service available.

Wall Hanging The fixtures are constructed from a bronze and 
brass elements with a hand cast glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
Mains Power As standard.  
Luminaire fitted with E14 lamp holder as standard. 
Bulb not included. 
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

L o h k o  -  V i i s i

Lohko - Viisi
Standard dimensions:* 
H40xW12.7xD7.5cm 
H15.7”xW5”xD2.9”

* ±5% Manufacturing Tolerance 

40
cm

12.7cm 7.5cm

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.
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Introducing Lohko - a stunning array of statement wall lights 
exquisitely crafted by artisans with a hand cast resin diffuser 
and adorned with elegant brass elements. Versatile in design, 
Lohko offers six distinct configurations, each available in a 
variety of brushed and polished finishes to suit your project 
needs. Bespoke options and design service available.

Wall Hanging The fixtures are constructed from a bronze and 
brass elements with a hand cast glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
Mains Power As standard.  
Luminaire fitted with E14 lamp holder as standard. 
Bulb not included. 
Input Voltage: 110V-230V-277V, to be specified. 



Maintenance 
Clean with smooth and dry cloth. Do not use any ammonia, 
solvents or abrasives. No user serviceable components.
Contact Cameron Design House for further information.
 

Bespoke options and design service available. 
All fittings and installation instructions are provided.

Contact CDH for further technical details/downloads:
technical@camerondesignhouse.com
camerondesignhouse.com

L o h k o  -  K u u s i

Lohko - Kuusi
Standard dimensions:* 
H35xW20xD9.5cm 
H13.7”xW7.8”xD3.7”

* ±5% Manufacturing Tolerance 

35
cm

20cm 9.5cm

Finishes and  Materials Options - Size limitation for some finishes, contact CDH for a formal quotation.
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Introducing Lohko - a stunning array of statement wall lights 
exquisitely crafted by artisans with a hand cast resin diffuser 
and adorned with elegant brass elements. Versatile in design, 
Lohko offers six distinct configurations, each available in a 
variety of brushed and polished finishes to suit your project 
needs. Bespoke options and design service available.

Wall Hanging The fixtures are constructed from a bronze and 
brass elements with a hand cast glass diffuser.
Light Source Glass diffusers. Integrated LED.
LED lights, CRI>95, ~ 50K hours life.
LED standard colour temperature options: 2.7k and 3k (other 
temperatures available on request)
Power to fixtures: Mains Power
Light Output: decorative lighting element only. 
Indicative Lumen level available on request.
Mains Power As standard.  
Luminaire fitted with E14 lamp holder as standard. 
Bulb not included. 
Input Voltage: 110V-230V-277V, to be specified. 


