
Choose
your model:

MP 350 Combi MP 450 Combi
Power 1 HP / 660 watts 1.1 HP / 720 watts

Voltage Single Phase - 120 V Single Phase - 120 V

Speed 3000 to 10000 rpm (Mixer assembly)
500 to 1500 rpm (Whisk assembly)

3000 to 10000 rpm (Mixer assembly)
500 to 1500 rpm (Whisk assembly)

Blade, bell and shaft 14" length 18" length

Wisk 10" length 10" length

Detachable 
stainless steel blade

Detachable bell
Detachable tube
Metal wisk box

Electronic Booster 
System (EBS)
Dimensions 30 7/8" - 5" (Mixer assembly)

31 3/4" - 4 3/4" (Whisk assembly)
34 3/4" - 5" (Mixer assembly)
31 3/4" - 4 3/4" (Whisk assembly)

Weight 18 lbs 19 lbs

Accessories Wall support - Included Wall support - Included

MP 350 Combi $ MP 450 Combi $

MP350COMBI - 120V/60/1 MP450COMBI - 120V/60/1

MP 350 Combi MP 450 Combi

Options Ref. $ Ref. $

Whisk Asembly  89553  89553 

Wall rack  89630  89630 

Mixing Tool  27355  27355 

Choose
your options:

IMMERSION BLENDERS

Wall support

Wall support
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