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Do it yourself: The Make Your Own BE·ONE Kit 

Bored with #stayhome? Not with a craft project that also gives you orgasms! Since DIY 

projects are a fun way to stay occupied during this long stretch at home, and orgasms 

relieve stress and boost the immune system, FUN FACTORY has released a limited edi-

tion of the BE·ONE vibrator that arrives unassembled, with instructions on how to put 

the pieces together for the perfect vibe. Better yet, it’s available for a fraction of the 

price of the fully-assembled vibrator.  

At FUN FACTORY, every toy is "Made in Germany". From the first idea to the finished 

product, everything is created in our Bremen factory on the Weser river. Now, anyone 

who likes working with their hands can imagine themselves looking out at the river, 

watching the boats go by, while they become a part of the process.  

Bremen, March 2020 – Solidarity via social distancing is very important to Bremen sex 

toy manufacturer FUN FACTORY. At the same time, the company remains true to its 

mission of promoting playfulness by helping to make time at home as entertaining and 

exciting as possible. The FUN FACTORY team has put their heads together and decided 

to offer customers a first-time insight into how their favorite toy actually works. 

With a gentle touch and close attention, you can assemble your "homemade toy for homemade 

orgasms" in just a few minutes. And what could be more satisfying than an intense orgasm, 

thanks to a sex toy you made with your own hands?  

 FUN FACTORY is offering the construction kit for only 25 EUR.  
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Step-by-Step Instructions: 

Step 1  

Before the FUN begins, lay out all the individual components on a 

nice, clean work surface and double check the packing slip to 

make sure everything is there. Done? Then it's time to hand it over 

to your inner tech nerd. 

Step 2  

First, pick up the plastic “tech box” with two motors sticking out 

and check which of the motors has the longer cable and which the 

shorter one. Take out the motor with the longer cable and insert it 

into the large opening of the silicone sleeve. Push it all the way to 

the end of the sleeve. 

Step 3  

Next, pick up the silicone sleeve in your hand and gently stretch 

the oval opening by pushing out with two fingers. Now you 

should be able to push the second motor (with the shorter cable) 

inside the bottom part of the silicone sleeve. The motor should 

go in at a 45 degree angle and fit snuggly at the bottom. 

Step 4  

Now that both the motors are in place, tuck both cables back in-

side the tech box that you pulled them out of. There should be a 

small opening for this. With your cables securely put away, insert 

the whole tech box into the silicone body and make sure that the 

silicone covers the plastic completely. To do this, slightly lift the 

front part of the silicone sleeve and gently slide it over the box. It is important at this point, that 

no cables can be seen between the silicone sleeve and the tech box. Double check that the 

cables are stowed away properly before going any further. 
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Step 5 

Check the position of the first motor at the front of the silicone 

sleeve. The motor should sit at the very tip of it. If you need to 

adjust, clasp the motor through the silicone sleeve and gently push 

it forward until it moves into place. 

Step 6 

The time has come to seal your toy forever. This part takes pa-

tience and precision, so we are going to do a mini practice round 

without any glue first. Firstly, position the FUN button with the writ-

ing facing away from the tip of the toy, in the middle of the opening. 

Then, place the lid over the top making sure it is flush against the 

silicone. Wrap your index and middle fingers around the bottom of 

the toy, with both your thumbs on the lid and apply pressure for a 

few seconds. 

 

Step 7 

Now you´re all set to start the gluing! Important: Please make 

sure that no glue gets on the charging points. Remove the 

lid from the toy and put two or three drops of the glue on the in-

side of the lid. Then spread the glue in a shape of the letter T, 

between the two charging points. Next, you need to spread a 

thin layer of glue on the inside of the plastic edge that faces the 

top of the toy. 
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Step 8 

You are only seconds away from having a DIY sex toy! Set the 

glue aside and carefully posi-tion the lid on top of the opening, 

as practiced in the previous step. Press on it gently with both 

thumbs and hold for 20 seconds. And now… Press FUN to play! 

�  

 

High-resolution images are available on request. 

 

About FUN FACTORY GmbH: 

FUN FACTORY is an innovator in the adult toy industry, combining German engineering with a sense 

of joyful experimentation to create pleasure products that are both superior and unique in design. Since 

1996, our factory in Bremen, Germany has employed eco-friendly methods and fair labor practices in 

producing our bestselling FUN FACTORY toys. 
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