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Product Kit 

1.CAT Reflex Sight 2.Wrench 3.Soft cloth 

Install Battery 

To install CR2032 battery, put the battery 

into the compartment so that the (+) 

facing up. 

Power On & Off /Illumination Control 

➊Press the (+) button to turn the sight on. 

To turn the sight off press and hold the (-) 

button longer than 3 second and the LED 

dot should turn off. 

❷Increase the brightness by pressing and 

(+) button. Decrease the brightness by 

pressing the (-) button. 

❸The sight features MOTAC(Shake Awake) 

and will automatically enter standby mode 
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after 5 minutes of non-use. As soon as the 

sight senses motion it will automatically 

become active again. (Note: Shake 

Awake will not work while the optic is off) 

❹The sight has 10 illumination settings; 8 

daytime and 2 night vision. 

Zeroing(Important!) 

The optic is delivered in a centered 

position. Normally, this means that only 

small adjustments are necessary, providing  

that the base is properly aligned. Work 

your way to “zero” by adjusting each turret 

in small increments. 

a. To move your point of impact right, use 

the included Allen wrench to turn the 

windage screw clockwise. To move your 
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point of impact left, turn the adjustment 

screw counter-clockwise. 

b. To raise your point of impact, use the 

included Allen wrench to turn the 

elevation screw clockwise. To lower your 

point of impact, turn the adjustment screw 

counter-clockwise. 

If you suddenly encounter resistance, do 

NOT try to force the screw further, this can 

break the mechanism and render the sight 

unable to zero. 

 

Fitment(Please tightened firmly!) 

Fit Canik Elite TP9 SC, Canik METE SFT, Sig 

P365XL/P365X, Ruger Max-9, Glock 43X 

MOS/48 MOS(not compatible with regular 
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glock 43x/48 that are not MOS), Springfield 

Hellcat OSP, S&W Shield 2.0 Optics Ready, 

S&W MP9 EZ, S&W M&P shield plus 

performance center, Walther PPS M2 

Optics Ready, Girsan MC1911SC Ultimate 

or any pistol/mounting plate/slide made 

for Shield RMSC/RMS, Sig Romeo 0, 

JPOINT4, Swampfox Sentinel Micro, 

Holosun HS407K & HS507K, Riton X3 Tactix 

MPRD and other same footprint sights. 

Troubleshooting 

If you have: 

Intermittent LED Dot Illumination during 

live fire: 

● Replace a new battery 

If you see a blurred or enlarged dot, use a 
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phone camera with a clean lens to check. If 

it looks clear and crisp thru your phone you 

may have astigmatism. 

 

Warranty 

Within 3 Year of Purchase: Contact Cyelee 

for repair or replacement. 

This warranty does not cover normal wear 

and tear, modifications, misuse, accidents. 
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