
IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm

A10 10.46 265.7 7.91 201 8.63 219.2 3.15 80.0 3.94 100.0 5.28 134.1 1.54 39.0 3.03 77.0 5.54 141.0 4.29 109.0 0.91 22.0 3.18 80.7 1.34 34.0 0.31 8.0 0.31 8.0

A15 10.81 274.6 7.91 201 8.73 221.7 3.15 80.0 3.94 100.0 5.28 134.1 1.64 41.7 3.03 77.0 5.54 141.0 4.29 109.0 0.91 22.0 3.18 80.7 1.34 34.0 0.31 8.0 0.31 8.0

A20 11.46 291.1 7.91 201 9.02 229.1 3.15 80.0 3.94 100.0 5.28 134.1 1.95 49.6 3.0 77.0 5.54 141.0 4.29 109.0 0.91 22.0 3.18 80.7 1.34 34.0 0.31 8.0 0.31 8.0

B20 14.89 378.2 10.35 263 12.09 307.0 3.50 88.8 6.77 172.0 7.00 177.8 1.82 46.2 3.98 101.0 7.28 185.0 5.63 143.0 1.26 32.0 4.15 105.5 2.28 58.0 0.39 10.0 0.43 11.0

B25 15.88 403.2 10.35 263 12.39 314.6 3.50 88.8 6.77 172.0 7.00 177.8 2.12 53.8 3.98 101.0 7.28 185.0 5.63 143.0 1.26 32.0 4.15 105.5 2.28 58.0 0.39 10.0 0.43 11.0

C30 18.88 479.6 13.67 347 15.34 389.6 5.33 135.4 7.05 179.0 9.53 242.0 2.96 75.2 5.06 128.5 9.59 243.5 7.32 186.0 1.77 44.0 4.82 122.4 2.09 53.0 0.55 14.0 0.53 13.5

C40 19.87 504.6 13.67 347 15.84 402.3 5.33 135.4 7.05 179.0 9.53 242.0 3.46 87.9 5.06 128.5 9.59 243.5 7.32 186.0 1.77 44.0 4.82 122.4 2.09 53.0 0.55 14.0 0.53 13.5

IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm IN mm lbs kg.

A10 1.00 25.4 7.56 192.0 7.56 192.0 7.56 192.0 8.35 212.0 8.35 212.0 8.35 212.0 7.56 192.0 8.03 204.0 5.70 144.8 43.0 19.5

A15 1.50 38.1 7.56 192.0 7.95 202.0 7.95 202.0 8.35 212.0 8.35 212.0 8.35 212.0 7.56 192.0 8.03 204.0 5.70 144.8 44.5 20.2

A20 2.00 50.8 7.56 196.0 8.03 204.0 8.03 204.0 8.35 212.0 8.35 212.0 8.35 212.0 7.72 196.0 8.03 204.0 5.56 141.2 48.8 22.1

B20 2.00 50.8 9.13 232.0 9.61 244.0 9.61 244.0 9.76 248.0 9.76 248.0 9.76 248.0 9.13 232.0 9.45 240.0 7.13 181.2 105.5 47.8

B25 2.50 63.5 9.45 240.0 9.61 244.0 9.61 244.0 10.31 262.0 10.31 262.0 10.16 258.0 9.45 240.0 9.45 240.0 7.13 181.2 115.8 52.5

C30 3.00 76.2 11.73 298.0 11.73 298.0 11.73 298.0 12.83 326.0 12.83 326.0 12.68 322.0 11.73 298.0 11.57 294.0 9.73 247.2 207.7 94.2

C40 4.00 101.6 11.73 298.0 11.73 298.0 11.73 298.0 13.07 332.0 13.07 332.0 13.78 350.0 12.28 312.0 11.57 294.0 9.33 237.0 228.0 103.4
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