
 
I. REMOVING THE OEM SOLENOID 

1. Before you start, please remove the negative terminal lead on the car battery. (10mm wrench) 
2. Remove the plastic engine cover by pulling gently up at each corner. 
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INSTALLATION GUIDE
 TOOLS NEEDED:     
 1. 10mm hex socket and wrench 
 2. Trim remover tool 
 3. A rag or paper towel

It is HIGHLY RECOMMENDED that 
you get the Quantum Solenoid 

professionally installed.

FOR OFF-ROAD USE ONLY*
WARNING:  

Before you begin the installation process, check to make sure 
you have the correct model for your vehicle.



3. Remove the engine plastic cover in front of the engine cover by taking out the 5 plastic fasteners carefully 
using a plastic trim remover tool. 

4. Remove the plastic intake runners by removing the 2 - 10mm bolts (circled in red) and gently pulling off 
the connector to the air boxes being careful not to rip the rubber (red rectangles). 

5. Locate the two OEM exhaust solenoids. They are below the red rectangles in the above picture on the 
engine on both sides 

6. Disconnect the plugs (B) at the base of the OEM solenoids (A) by pushing and holding down the center tab 
(B) with your thumb while pulling. 

7.  Now, you are ready to remove the OEM solenoid on the Passenger side (left side of the picture). We 
recommend using a dirty rag or a paper towel to absorb the oil that you will encounter as you extract the 
OEM solenoid. 
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8. Locate the 10mm hex bolt and washer (C) 
holding the OEM Solenoid in place. Using a 10mm 
hex socket or wrench, loosen the bolt and use your 

fingers to remove the bolt and washer. Once removed, put it in a safe place. You will need it to install the 
Quantum Solenoid. 

9. Remove the passenger side and driver side OEM solenoid by pulling it straight out. Once removed, put it 
inside the anti-static bag. Wipe up any excess oil that might have spilled out. 

II. INSTALLING THE QUANTUM SOLENOID 
1. Lubricate the O-Ring of the Quantum 

Solenoids with some engine oil 
2. For the passenger side, align the 

Quantum Solenoid with the opening 
and make sure you slide it in carefully. 
Apply moderate force to make sure the 
unit is securely and completely 
installed. You should hear a little 
“snap” sound. Do the same for the 
driver’s side. 

3. For both sides, align the bracket hole 
and reinstall the OEM bolt and washer 
(C) by using your fingers first to 
prevent cross-threading and finish off 
with a 10mm hex socket or wrench 
until snug. 

4. Reconnect the plugs (B) for both 
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solenoids and reinstall the intake runner. Reinstall the 10mm bolts. 
5. Reinstall the plastic trim in front of the engine bay and push in the plastic fasteners. 
6. Reinstall the plastic engine cover. 
7. Reconnect the negative terminal lead for the battery. 

III. PRIMING THE QUANTUM SOLENOID 

1. You MUST now prime the QUANTUM SOLENOID. 
2. Turn on the vehicle and make sure the car is in PARK (P) and the parking brake is engaged. 
3. Let the engine idle for 1 minute. Go ahead and step on the accelerator and keep the engine at about 2,000 

RPM for about 15 seconds, then 3,000 RPM for about 15 seconds. 
• If a “CHECK ENGINE” light is triggered, shut off the vehicle and double check to see if the solenoid was 

installed correctly. Also, double check to see if the plug was reconnected correctly. 
• If after making sure that Quantum Solenoid is correctly installed (you must disconnect the negative 

terminal lead of the battery for at least 30 seconds for the “CHECK ENGINE” light to clear.) and still 
have a “CHECK ENGINE” light, after restarting the engine multiple times, please go ahead and reinstall 
the OEM solenoid, prime the OEM Solenoid and contact us for help. 

4. After the engine priming cycle, check the solenoid install point to make sure there is no oil leak. 
5. Congratulations! You have successfully installed the Quantum Solenoid. 

* All performance modifications and installations are at the customers own risk. Quantum Solenoid and its affiliates hold no responsibility either implied or otherwise 
for mechanical, electrical or other failure when using any aftermarket performance products. Items sold for off-road use only are illegal in many states and provinces 
and are intended for racing vehicles which may never be used on public roads. By purchasing any aftermarket performance product, the customer takes full 
responsibility for any use, and/or misuse of the product and agrees that Quantum Solenoid and its affiliates hold no responsibility for any consequences, legal, or other, of 
such use and/or misuse.
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Quantum Solenoid will not show any performance gains in ECO mode.  
The vehicle computer will need some time to adjust to fully utilize the ability of 

Quantum Solenoid so drive in normal or PWR mode for several days.

WE HIGHLY RECOMMEND THAT AN OIL CHANGE ACCOMPANY 
THE INSTALLATION OF QUANTUM SOLENOID


