
Assembly lnstru£tioos For The Timberland· Swing 

Tools Needed: 
l/2"Wrench 

Parts List: 
Seat Assembly (1) 
Back Assembly ( 1) 

Hardware: 

1/4" x 2-3/4 .. Bolts (2) 
1/4" X 2" Bolts ( 4) 
1/4,.. Washers (8) 

Step 1

Step2 

Step3 

Step4 

Step5 

Left Ann Assembly(!) 
Right Ann Assembly (1)

Ropes (4) 
5/16 .. x 4 .. Eye Bolts (4) 
5/tff• Hex Nuts ( 4) 
Allen Wrench (1) 

Fasten the back to the seat. Align the predrilled holes on the bottom of the back with the 
threaded inserts in the back of the seat. Put two 2-3/4" bolts down through the back & tum 
into the inserts in the sea r with the Allen wrench. NOTE: Do- not fully tighten· these bolts 
until Step 2 completed. 

Align the hole in the brace on the bottom of an ann with the threaded insert in the side of the 
seat. Insert a rbolt through the arm, tmn into the insert and tighten with the Allen wrench. 
Now align the hole in the back of the ann with the threaded insert in the side of the back 
assembly. Put a 2"· boh throtrgh and tighterr. (The back assembly cmr be moved back & forth 
if the holes don•t align properly). Attach the other arm and tighten all bolts. 

Put a 1/4 .. washer on a 4 .. eyeboh & put through the hole above the ann on the back 
assembly. (The eye of the bolt belongs on the outside). Pot another l/4.,,. washer on the inside, 
put on a 5/16" hex nut & tighten with the 1/2" wrench. Now find the predrilled hole in the 
side" of the seat in front of the arm brace. Put anothereyebolt in & repeat on oth'el"side. 

Attach the rope to the swing. Take a rope, put the end through the hole in the annrest, & 
through the eyebolt below the ann. Pull on through the eyebolt & make a knot in the end of 
the rope. (See photos below). Attach another rope to the eyeboh in the back assembly the 
same way then repeat on other side. The swing is now ready to hang. Hook the rings on 
hooks at the ceiling or if you purchased comfort springs hook the rings on one end of the 
springs and hook the other end' of the springs to the celling. The two ropes on one side of the 
swing can hook on the same hook for hanging. 

You will now need to adjust the ropes m1til the swing is at the desired height. The ropes are 
all fully adjustable. To lower the swing push the bottom loops on the end of the rope further 
up the rope then hold the top loops with one hand & pull the end of the rope up through the 
loops. To raise the swing pall the rope through the loops in the <Jl1IU,ite direction. The ropes 
attached to the front of the swing will need to be adjusted to a different length than the ropes 
attached to the back. If the swing hangs crooked adjust the ropes accottlingly until it hangs 
properly. 

How to make a knot: 


