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Thank you for your purchase of a Complete Aquatics EnhanceAir™ 
Junior Pond & Water Garden Aeration Kit. By installing an aeration system 
into your pond, you will increase the dissolved oxygen levels and other gas 
exchange in your water. This will make your fish happier & healthier and also 
increase the biological activity that helps keep your water clear. 

Please read this entire manual before installing!
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WARNING
IMPORTANT SAFEGUARDS. READ AND
FOLLOW ALL SAFETY INSTRUCTIONS.

To avoid possible equipment electric shock, special care should be taken when the 
pump is used as water garden equipment. For each of the follwing situations, do not 
attempt to repair yourself, return the air pump to an authorized service facility for 
servicing, or discard the pump. 

Complete Aquatics is not responsible for losses, injury or death resulting from 
a failure to follow these safety precautions or the misuse of this equipment.

I)   If the pump falls into the water, DO NOT REACH FOR IT: first unplug the pump 
from electricity supply, and then retrieve it.

II)  Carefully examine the air pump after installation. It should not he plugged in if 
there is water on parts that are not intended to be wet.

III) Do not operate if the cord or plug is damaged, or if the pump is malfunctioning, 
dropped, or damaged in any way.

IV) To prevent the plug or the electrical outlet getting wet, create a drip loop near 
where the cord meets the outlet. This should avoid water dripping onto the plug 
or outlet. If the plug or outlet does get wet, DO NOT UNPLUG THE CORD: 
Disconnect the fuse or circuit breaker supplying power to the pump. Then 
unplug and examine for the presence of water in the outlet.

V)  Do not use the pump near volatile liquids such as gasoline, thinners, etc, 
as this creates the possibility of an explosion. Do not use the pump around 
swimming pool areas.

VI) Cover air pump with a vented cover to keep it out of sunlight and the weather 
to enhance the lifespan of the machine.

CAUTIONS FOR USE
I)   This pump is air-operated. Do not, under any circumstances, attempt operation 

with water or other liquids, otherwise pump may be damaged.
II)  If operating pump as a winter de-icer or otherwise freezing conditions, see the 

section labeled “Winter Operation Considerations” on Page 5.
III) Always unplug pump prior to servicing. Grasp plug to remove cord from outlet. 

Do not remove by pulling on power cord.
IV)  Do not use the air pump for any other purpose which different from its original 

use.  Use of unauthorized replacement parts may jeoparidize safety.
V)  When not in use, store pump in a dry, frost-free area.

VII) Always connect to an outlet protected by a Ground Fault Circuit 
Interupter (GFCI or GFI)

DO NOT REMOVE PUMP CASING UNTIL UNIT IS DISCONNECTED FROM ELECTRICALSUPPLY.

MODEL VOLTS WATTS FLOW POND SIZE

EnhanceAir™ Junior 1 115 5 0.25 cfm Up to 1,000 Gallons 

EnhanceAir™ Junior 2 115 10 0.35 cfm Up to 2,000 Gallons 
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EnhanceAir™ Junior Kit Includes
Your EnhanceAir™ Junior Kit includes one or more of the following, depending on 
whether you purchased the EnhanceAir™ Junior 1 or EnhanceAir™ Junior 2 kit. 

EnhanceAir™ Junior 1 Kit:
1x.... EnhanceAir™ Junior 0.25 Air pump (A)
1x.. EnhanceAir™ Junior Air Stone Disk (B)
1x................. 30’ of 3/16” Rubber Airline (C)
1x................................. 3/16” Wye-fitting (D)
1x....................................... Check Valve (E)

EnhanceAir™ 2 Kit:
1x.... EnhanceAir™ Junior 0.35 Air pump (F)
2x................... 4” Air Diffuser Stone Disk (B)
2x................. 30’ of 3/16” Rubber Airline (C)
2x................................. 3/16” Wye-fitting (D)
2x....................................... Check Valve (E)

A.

B. C.

F.

EnhanceAir™ Junior 1 & 2 Kit Assembly
Below are step-by-step instructions for assembling your EnhanceAir™ Junior Kit:

EnhanceAir™ Junior Kit:

Step 1: Connect the double ends of the air tubing on the ‘WYE’ Connector that was supplied with your 
system to the outlets on the air pump as shown.

Step 2: Connect one end of the 30’ air tubing to the single 
end of the ‘WYE’ Connector. 

NOTE: On the EnhanceAir™ Junior 2 there are two ‘WYE’ 
Connectors supplied that get connected to the four outlets 
on the EnhanceAir™ Junior 2 Air Pump.

(Continued on page 4)

D. E. to diffuser

to pump
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Step 3: Cut approximately 6” off of the other end of the air tubing. This will be used to connect the 
Check Valve to the flat Airstone Diffuser in STEP 5.

Step 4: Connect the black end of the Check 
Valve provided onto the open end of the 30’air 
tubing and than connect the 6” piece of air tubing 
that you just cut off onto the other end of the Check 
Valve. Now connect the Air Diffuser Disc to the 
open end of the 6” long air tubing.

NOTE: On the EnhanceAir™ Junior 2 there are (2) 
30’ Air Tubing lines, (2) Check Valves and (2) Air 
Diffuser Discs. Repeat  STEPS 4 & 5 for each Air 
Diffuser Disc connection.

Step 5: Place the Air Diffuser Disc(s) in your 
pond so they will provide ideal aeration and circulation. 

EnhanceAir™ Aeration Kit Installation
To install the EnhanceAir™ Junior Aeration Kit into your pond or water garden, first find 
a suitable place outside of the pond for the air pump. Such a place should be level, 
flat and above the water level in the pond to avoid water siphoning back into the pump 
in a power failure. Next find a suitable place in the water garden for the diffuser. For 
warm weather operation, this will be near the center of the pond. For winter operation 
or using the aeration kit as a de-icer, read the section labeled “Winter Operation 
Considerations.” Do not place the diffuser at depths greater than 3 feet as this will 
greatly reduce air flow and reduce the life expectancy of the air pump. After the diffuser 
and air pump are in place, take actions to conceal the rubber tubing, like snaking it 
through rocks or burying it under mulch. Do not place the tubing anywhere it can be 
stepped on, run over or otherwise damaged. Take caution not to kink or pinch tubing.

Notes on Installation
· Place the EnhanceAir™ Junior Air Pump on a dry level surface above the water level 

of the pond. A dust-free hard surface is recommended such as a flat rock, paver or 
similar object that is elevated slightly above ground level. 

· Make sure good air circulation is provided to and around the air pump. It is necessary 
to cover the air pump with a vented faux rock cover (item# DE40056) or similar item to 
protect the pump from weather and sunlight. Failure to properly cover the air pump will 
void the warranty.

· If using multiple diffusers (EnhanceAir™ Junior 2), ensure diffusers are evenly 
distributed throughout the pond. 

· The pump will automatically operate when plugged in. Pump must be plugged into an 
outlet protected by a Ground Fault Circuit Interupter (GFCI or GFI). 

EnhanceAir™ Junior 1 & 2 Kit Assembly, cont’d
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Figure 1: Diffuser placement in warm months.

Figure 2: Diffuser placement in freezing conditions

Winter Operation Considerations
During any season, the EnhanceAir™ Junior Kit will provide the necessary oxygen to 
your pond to promote happy and healthy fish as well as greatly enhance the biological 
ecosystem that keeps it clean and clear. In the winter months, though, an aerator not 
only provides oxygen but is 80% more energy efficient than typical floating heaters and 
equally effective in keeping an area of the pond from freezing, allowing the necessary 
transfer of harmful and beneficial gasses.

Following are precautions and recommendations when using your pond aeration 
system in the winter months:

Diffuser Placement:
In warmer months, the best place for the diffuser is in the middle of the pond near the 
deepest point to circulate highly oxygenated surface water down into the depths of the 
pond (Figure 1). However, in winter the pond’s surface water is super-chilled from the 
cold air and should not transfer to the bottom of the pond where the fish are. For this 
reason, it is extremely important to move the aeration diffuser to an upper shelf level 
near the pond surface in colder weather (Figure 2). Place the diffuser so that it is 6” to 
8” below the water surface. This will keep the super-chilled water from circulating to the 
bottom of the pond as well as create greater turbulence at the water surface to keep 
an area from freezing. Note that the ice all around the opening is thinned and will not 
support weight, so never walk or step on the ice. When the pond is used for recreation 
in the winter, clearly post signs at or mark the location of the diffuser and thin ice at the 
surface to warn any individuals on the ice. 
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Regular Maintenance
Safety Notice:

· Always use parts that are supplied or approved by Complete Aquatics. Use of 
other parts may result in poor performance and could create a hazardous situation. 
Contact your dealer for information on how to get parts.

· Always unplug the air pump from the outlet to perform any maintenance on the unit.

AIR INTAKE FILTER: The EnhanceAir™ Junior Air Pump has an air intake filter located on 
the bottom of the pump. This air filter occasionally may need to be cleaned. To clean the 
filter, pry off the plastic cap with a pointed object, remove and clean the filter with plain tap 
water. Let the air filter air-dry completely and replace under the pump snapping the cap 
back into place. DO NOT OPERATE THE PUMP WITHOUT THE FILTER INSTALLED.

Through normal operation the diaphragm inside the air pump can become worn 
reducing the air output and will need replaced. We recommend that you replace the 
diaphragm once a year or as needed for optimum pond aeration. 

Inspect the air tubing and diffusers periodically for any damage such as cuts, cracks, 
kinks or creases. Replace any damaged parts before continuing operation.

Winter Operation Considerations, cont’d
Air Pump Winter Care:
The air pump should sit on a flat, horizontal surface elevated slightly off the ground 
and above the pond’s water surface. Ensure there is good air circulation around the 
pump and no water or snow can come in contact with the pump. Protect the pump 
with a cover that will allow proper ventilation and block precipitation or melt-runoff. 
Use a cover that is large enough to house the pump and does not have much extra 
space. The pump will generate heat during normal operation and a proper cover will 
ensure that the pump will keep warm function properly during extreme freezing condi-
tions. The Complete Aquatics Faux Rock with ventilation is an ideal cover. If one is not 
available an inverted flower pot without drain holes can be used (NOTE: When using 
an inverted flower pot, drill a few 3/8” holes through the side of the pot to allow ventila-
tion or elevate base of pot 1/4” from the surface of the ground. Make sure the bottom 
of the pump is above the base of the upturned pot).

Winter Trouble Shooting:
As with any de-icing device, it is important to visually inspect it frequently to ensure 
that it is functioning properly and a hole is maintained in the ice over the pond.

If the air pump stops pumping air:
1. Check the electrical outlet to make sure the pump is getting power.
2. Inspect the ventilation on the pump cover. Remove any abstructions such as ice or 

snow.
3. Check intake filter; it may need cleaned. Check intake before and after filter for 

obstructions.
4. Check all the tubing connections.
5. Check the air transfer tubing for proper air flow. If condensation has frozen in the tubing 

and preventing air flow, use a hair dryer to thaw it out. You can also disconnect the tubing 
and bring inside to a warm environment. Replace the tubing immediately after clearing.
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Product Warranty
The EnhanceAir™ Air Pumps have a one year warranty from the date of pur-
chase. Air Pump Diaphragms, Airstone Disc and Air Tubing are wearable items 
and are not covered by the one year warranty. Misuse or the non-recommended 
use of this product will void the warranty. Any moisture inside the air pump will 
void the warranty. Please return to an authorized Complete Aquatics Dealer with 
your original purchase receipt.

REPLACEMENT  PARTS  /
ACCESSORIES

COMPLETE AQUTATICS 
ITEM #

EnhanceAir™ JUNIOR 1 Air Pump AE40083
EnhanceAir™ JUNIOR 2 Air Pump AE40084
EnhanceAir™ JUNIOR Diaphragm Kit AE40086 

(2 Kits Required For Junior 2 Pump)

Air Diffuser Disc AE40082
30’ Air Tubing AE40085
Check Valve AE40087
Vented Faux Rock Cover DE40056

TROUBLE SHOOTING
Reduced Air Flow Through The Airstone(s)
•  Check the air intake filter for blockage or that it needs 

cleaned. If the filter needs cleaned, follow the instructions 
under the Maintenance section titled ‘AIR INTAKE 
FILTER’.

•  Check the tubing(s) for any leaks, blockage or kinks.
•  Are the Air Diffuser Disc(s) clogged? Check by 

disconnecting the Air Tubing from the Air Diffuser Disc. 
With the Air Pump running, place the open Air Tubing 
end under the water. If air bubbles appear the Air Diffuser 
Disc(s) may need to be cleaned or replaced. (item # 
AE40082).

•  If all the items listed have been checked and there is still 
reduced air flow, than the diaphragm most likely needs to 
be replaced.
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We would like to hear your comments, feedback or questions. 
Please feel free to contact us and let us know what you think. 
Complete Aquatics strives for ease of use, reliability and 
positive results in all of their branded products. Remember to 
visit your Complete Aquatics Dealer for more.

info@completeaquatics.com
www.completeaquatics.com


