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d(
ft)

GHF-9000 GHF-13000 GHF-18000

Model No.

GHF-9000

GHF-13000

GHF-18000

Model No.

GHF-9000

GHF-13000

GHF-18000

8800

5’ 10’ 15’ 20’ 25’ 35’30’ 40’

12500

16900

7600

10500

15500

6400

8400

13300

4400

6200

11600

2100

3400

9000

220

880

7000

-

-

3800

-

-

1300

Volt / Hz

115V / 60Hz

115V / 60Hz

220V / 50Hz

Output
HP

1

1-1/2

2

Cable
length

10M / 32.8’

10M / 32.8’

10M / 32.8’

Phase

1Ø

1Ø

1Ø

Max Flow
(GPH)

9500

13200

18000

GPH Flow @ Ft. of Head

Max Head
(Ft.)

31.0’

33.0’

40.0’

Max Amp
(Input)

10.9A

12.0A

10.0A

Discharge
(mm / inch)

80mm / 3”

80mm / 3”

80mm / 3”

─ GHF-9000
─ GHF-13000
─ GHF-18000

GeyserHi-Flow

The blue zone on the chart is the best head pressure range for electrical efficiency and pump life expectancy. 
Choose the pump that meets your flow requirement and falls inside the blue “Best Efficiency Zone”.


