
DESCRIPTION
Faucet with horizontal entry for installation in wall and 
automatic activation of water flow through the appro-
ximation of hands in the field detection sensor.

WARRANTY

Call Docol Authorized Distributor in your country.

00471116

DocolEletric Concealed Wall Lavatory Tap

TECHNOLOGY AND CHARACTERISTICS

TECHNICAL SPECIFICATION

DocolSensor WaveSci DocolEletric Aerator Bi-nickel Chrome

ADVANTAGES
The concealed products are robust and versatile, besi-
des providing more hygiene and safety.
The water flow is automatically activated when the 
hands approach the detection field of the sensor and 
turned off when the hands are away or after 60 seconds 
of continuous flow.
These products are also available in taps and urinals, 
they are ideal for areas where large numbers of people 
circulate, such as airports, shopping centers, bars, res-
taurants, and other similar locations.
DocolSensor: Automatic activation of the water flow 
just by hands approaching the sensor detection field. 
WaveSci: Exclusive intelligence system that inhibits the 
activation by variations of ambient light;
DocolEletric: equipped with a universal input power 
source ranging from 90 V to 240 V and 50/60 Hz su-
pplying a constant output of 12 V.
The built-in aerator, besides providing guaranteed sa-
vings on water, it is more comfortable to handle and 
avoids splashing, making the visual appearance of the 
spout cleaner.
Acabamento cromado biníquel de alta resistência à cor-
rosão, conservando a beleza do produto por muito mais 
tempo.

PRESSURE CLASS OF 0,2 - 4 Bar
GAUGE 1/2” (DN15)
COMPOSITION Copper Alloy, Plastic Engineering, Elastomers, Electronic Components and Stainless Steel.
MAXIMUM WATER TEMPERA-
TURE 40°C

COMPLEMENTS Accompanies Flow Regulator Register (RRV).

RATED FLOW CURVE

TECHNICAL SHEET

www.docolfaucets.com



WANT YOU KNOW MORE?
REFER TO THE INSTALLATION 
MANUAL IN OUR WEBSITE.

DIMENSIONS

SPARE PARTS

POS. CODIGO DENONINAÇÃO

1 00483700 Kit Inserto de Retenção Mont

2 00065600 Kit Porta Filtro M24

3 20992100 Kit Chave AR

4 00279300 Kit Anel Ret (0)19

5 00067800 Kit Porca União R3/4x1/2

6 00240100 Kit Val Sol DocolEletric

7 00428100 Kit Anel Ret (0)23

8 00069706 Kit Porca Fix R3/4

9 00484600 Kit Sensor Mini Lav Emb DocolEletric

10 00240300 Kit Fonte DocolEletric

11 00488400 Kit Diafragma/Piloto Val Sol DocolEletric

12 00483800 Kit Canopla DocolSensor

13 00402500 Kit Arejador Embutido TJ

14 00417600 Kit Chave Arejador Cache TJ
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POS CODE DESCRIPTION

1 00483700 Kit Inserto de Retenção Mont

2 00065600 Kit Porta Filtro M24

3 20992100 Kit Chave AR

4 00279300 Kit Anel Ret (0)19

5 00067800 Kit Porca União R3/4x1/2

6 00240100 Kit Val Sol DocolEletric

7 00428100 Kit Anel Ret (0)23

8 00069706 Kit Porca Fix R3/4

9 00484600 Kit Sensor Mini Lav Emb DocolEletric

10 00240300 Kit Fonte DocolEletric

11 00488400 Kit Diafragma/Piloto Val Sol DocolEletric

12 00483800 Kit Canopla DocolSensor

13 00402500 Kit Arejador Embutido TJ

14 00417600 Kit Chave Arejador Cache TJ

TECHNICAL SHEET

www.docolfaucets.com


