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Accessory List

CarbitLink（Option）

Zlink（Option）



PRODUCT FEATURES

· The Android NK12.0 System
· Support Ios Phone Mirrorlink
· Support Android Phone 
  Mirrorlink
· Built-in 12/Band ASP EQ Sound 
  Adjustment
· Support Heavy Bass Sound
· Support Mixed Alarm Sound
· Built-in EQ Adjustment: Loud 
  Gain Adjustment
· 1280*720P AHD LCD Display
· Capacitive Touch Screen
· 32G Large Storage Space
· Support 720/1080P Video 
  Playback
· Support Video Picture-in-
  picture
· Support Lossless Music
· High Sensitivity Digital Radio
· Support APK Download, 
  Installation and Removal
◊ T series: 
1. Screen Resolution: 
    1024x600 IPS (1+32G)  
    1280x720 IPS (2+32G)  
2. Radio: FM, Without AM
3. Pre-Output: 
    2.1 FL/FR/SUB (1+32G) 
    4.1 FL/FR/SUB (2+32G)

· Buit-in Bluetooth: Supports 
  A2DP
· Version: Bluetooth HS/V4.0
· Support Bluetooth Music 
  Playback
· Support Bluetooth Sharing 
  Network
· Support 720P/AHD Camera
· Support Fast Reversing
· 2 USB Channels Are Standard
· Support USB DVR
· Support USB DVR Playback
· Support Dashcam Video 
  Preview
· Support DVR Driving Recording
· Support Wifi/ Mobile Hotspot 
  Internet Access
· Built-in GPS Positioning
· Built-in Multi-color Lamp
· Maximum Power 50Wx4

◊ Video output:
The video output function of  
converter box can be purchased 
separately for this product. Please 
refer to the distributor for details.



GPS Antenna ×1

Power Cable x1

4P-USB Wire x1

6P-USB Wire x1

Rear View Interface Wire x1

Installation Screw(PB3*8MM) x6

3.5mm Microphone Wire ×1

20P-RCA Wire x1

User Manual x1





CarbitLink interface ZLink interface

/Zlink



(Option)



Zlink

1. Turn on the bluetooth of the mobile phone to connect the Bluetooth of 
the head unit. After the bluetooth connection of the car, the ZLink connection 
interface will pop up automatically.

Zlink: (Connection instructions for some iOS mobile phones)

2. Confirm using CarPlay on mobile.

3. If the above steps cannot be connected, you need to connect the mobile 
phone WiFi hotspot.

NAM5230

Settings

Nakamichi_5627
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NETWORKS

(Option)



FUNCTIONAL APPLICATION

5230-A9Z/AXZ.
5230.
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5230T-A9/AX/A9Z/AXZ.
5230T.
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If the customer selects AV out adapter box, this function should be enabled in the 
setting menu, as shown below:
password:1948



A B C D E F

A--Power
B--AV
C--Can bus

D--4P USB
E--6P USB
F--Camera

Ground Wire
Battery Wire
Lgnition Wire
Lamp Control Wire
Reverse Wire
Steering Wheel Control Wire 1
Steering Wheel Control Wire 2
Automatic Antenna
Front Right Speaker-
Front Right Speaker+
Rear Left Speaker-
Rear Left Speaker+
Front Left Speaker-
Front Left Speaker+
Rear Right Speaker-
Rear Right Speaker+

Black
Yellow
Red
Orange
Pink
Orange/Black
Brown/Black
Blue
Gray/Black
Gray
Green/Black
Green
White/Black
White
Purple/Black
Purple

GND 
BATT+
ACC 
ILLUMI 
REVERSE 
KEY1
KEY2
P.ANT 
FR-
FR+
RL-
RL+
FL-
FL+
RR-
RR+

C:Can bus

E:6P USB

Video Input
Left Audio Input
Right Audio Input
Front Left Audio Output
Front Right Audio Output
Rear Left Audio Output
Rear Right Audio Output
Subwoofer Output
Power Amplifier Control
Microphone Input

Yellow
White
Red
White
Red
White
Red
Green
Pink
Black

AV IN VIDEO
AV IN L
AV IN R
LINE OUT FRONT L
LINE OUT FRONT R
LINE OUT REARL
LINE OUT REAR R
LINE OUT SUBWOOFER
PWR CON
MICROPHONE JACK

D:4P USB

Reverse Camera Input
Brake Control

Yellow
Gray

CAMERA-R
PARKING

1
2
3
4

PWR_CON
AUX AUDIO IN
NC
CAN_RX

5
6
7
8

GND
NC
NC
CAN_TX

1
2
3

4
5
6

NC
USB_DM
USB_DP

NC
GND
USB_5V

1
2

3
4

USB_DM
USB_DP

GND
USB_5V

A:Power

F:Camera

B:AV
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◊ T series: 
Pre-Output: 
2.1 FL/FR/SUB (1+32G) 
4.1 FL/FR/SUB (2+32G)
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WWW.NAKAMICHICARAUDIO.COM
INSTRUCTIONS, SOFTWARE DOWNLOADS, AND WARRANTY REGISTRATION.

nakamichi.global nakamichi.caraudio

CONNECT WITH US ONLINE TO EXPLORE NAKAMICHI’S COMPLETE RANGE,

Nakamichi Corp, Japan.      Made in China |  中國製造


