
SPECIFICATIONS 

performance characteristics

EN ISO 4045

DETERMINE Ph & Ph (DIFFERENCE FIGURE) Min 3,2

EN ISO 11640

COLOR FASTNESS OF LEATHER TO RUBBING
50 Cycles Dry ≥ 3

 20 Cycles Wet ≥ 3

EN ISO 3376

MEASURE TENSILE STRENGTH AND % ELONGATION

Tensile Strength ≥ 8 Mpa 

 % Elongation ≤ 80%

EN ISO 3377-1

TEAR STRENGTH (SINGLE EDGE TEAR) >20 N Minimum

flame resistance

CA TB 117 - 2013 Complies

NFPA - 260 CIGARETTE IGNITION Class 1

FMVSS 302 Complies

NOBUK

thickness: 0.9-1.1MM

average size: 55 sq. ft

availabilty: In Stock

category: Aniline

finish type: Nubuck

raw material: European

Made in Italy

Colorways available: Black, Brandy, Charcoal, Coffee, Dove, Espresso, Fern, Iron, Navy, Slate,

Smoke, Spice and Tan

This incredibly supple nubuck leather is tanned in Italy on the finest U.S. Steers and/or European Ox

heifers. With a buttery soft touch, when Nobuk is upholstered it’s beautiful colors will change with

the nap. The aniline dyes permeate these skins and give it the most natural look a leather can offer.


