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Setting up your #BNESelect Offset Strut Mounts 
 

The 240 Offset Spherical Strut Mount has 4 different configurations. (listed below) 
  
⭕  - The preferred position for Stock and Stock Style Springs (IPD Sports springs, etc.)   The 
position gives a small caster bump (+1.4 degrees from stock) but maintains an even split to 
center the mount in the factory opening 
 

 
🔺 - The preferred position for Street Cars and most track cars using a 2.5" ID Coilover spring. 
This position gives you maximum Positive Caster ( approx +3.0 degrees from stock) and a good 
range of negative camber.   In extreme conditions, additional negative camber can be unlocked 
by trimming the strut tower opening to clear the strut shaft and the plate can be cut to increase 
clearance as well.     We do not recommend cutting unless you plan to pair this with our strut 
tower braces to reinforce the strut towers. 
 

 
🔲 - Gives a smaller bump in caster (+1.1 degrees from stock) than the 🔺 position but allows 
for more negative camber  
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⭐ - Gives a smaller bump in caster  (+1.1 degrees from stock) than the 🔺 position but allows 
for a centered strut top for a more neutral alignment.  
 

 
 

The plate labeled A and B can be swapped left and right on the vehicle to expand the overall 
adjustment range that these plates can achieve.   For some cars that wish to increase the front 
track width, you may swap it from what is "traditional" to increase the amount of achievable 
steering angle.  
 
Most users will want to use the A plate on the passenger side (LHD) and the B plate on the 
driver side (LHD)   
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240 Offset Spherical Strut Mounts (Luxe Steer for Stock Perches) 
  

(1) B Side Mount (1) A Side Mount  
(4) 8mm Hex Bolts (2) 18mm Bushings  
(2) 8mm Countersunk Bolts (8) 6mm Bolts  
(2) Split Lock Washers (2) Lux Adapter Mounts  
(1) Drill (1) Punch  
(2) SKF Bearings (2) BNE Dynamics Retainer  
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Complete removal of the strut housing is not necessary; however, if you choose to do so follow 
the factory procedure for disassembly and reassembly.  
 

1. Bolt the two Luxe Adapters to the modified stock spring perches and torque to 10 ft-lb. 
(referred to the Modification section if not yet done.) 
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2. Insert the provided bolts into your chosen configuration from the bottom of the 240 Offset 
Spherical Strut Mount and assure they are secured (shown below.) 

 

  
 

3. Insert the provided 18mm bushing into the 240 Offset Spherical Strut Mount bearing as shown 
in the following picture. (Make sure the bushing is inserted from the bottom not the top)  

 

 
  

4. Locate and install the SKF bearing onto the 240 Offset Spherical Strut Mount. (The beige side of 
the bearing will be contacting the 240 Offset Spherical Strut Mount, while the black side will sit 
against the Luxe Adapter Mount) Using the provided BNE Dynamics exclusive retainer, retain 
the bearing by clipping it into place. 
 (Be extremely careful when installing and uninstalling the bearing as it can come apart and can 
be damaged.) 
(When removing the BNE Dynamics luxe retainer, pry with a flat head screwdriver gently 
around the edges. After the tips of the retainer are separated from the grove on the top mount, 
pull evenly away from the top mount.) 
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5. Assemble the Stock spring perch with the adapter mount onto the 240 Offset Spherical Strut 
Mount. The Adapter Mount should be held snug by the bearing. (Be sure to support both 
Mount and spring perch together to prevent damage to the bearing or retainer clip) 
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6. Locate the two Split Lock washers, Each of these will sit on the shock shaft and should be 
installed first. (It's critical that these split lock washers are installed. The Split lock washers 
provide you with the needed clearance to clear the bump stop preventing rubbing and noises.) 

 

 
 

7. Re-attach suitable spring compressors to the stock spring and tighten to compress the spring 
until it does not exert any force on the Spring perch, this will allow you to bolt your 240 Offset 
Spherical Strut Mount with ease. 
 

  
 
 

8. Make sure that the bushing from step 3 and the split lock washer from step 6 are in place. 
Holding the 240 offset spherical top mount and stock spring perch against each other, slide over 
the strut (make sure the stock spring perch does not separate from the top mount)  
install the top nut and tighten.  
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9. Clock the upper spring perch and spring till the spring sits in the recess portions of the perches. 
release the spring tension by undoing the spring compressor. (Visually inspect the spring and 
compress the top spring perch evenly.  

 
 

10. Finish by visually inspecting your progress. Rotate the top mount and observe the bump stop to 
make sure it doesn't have any interferences. 
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11. At this point you're strut housing is ready to be bolted back up to your Volvo 240. If removed 
completely follow factory procedures and specifications for installation. 
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240 Offset Spherical Strut Mounts (Stock Perches) 
  

(1) B Side Mount (1) A Side Mount  
(2) 18mm Bushing (2) 8mm Countersunk Bolts 
(2) Split Lock Washers  

 

 
 

 
Complete removal of the strut housing is not necessary; however, if you choose to do so follow 
the factory procedure for disassembly and reassembly.  

 
 

1. Insert the provided bolts into your chosen configuration from the bottom of the 240 Offset 
Spherical Strut Mount and assure they are secured. (Shown below)  

 

 
 

2. Insert the provided 18mm bushing into the 240 Offset Spherical Strut Mount bearing as shown 
in the following picture. (Make sure the bushing is inserted from the bottom not the top of the 
Top Mount)  
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3. Re-attach a suitable spring compressors to the stock spring and tighten to compress the spring 
until it does not exert any force on the Spring perch, this will allow you to bolt your 240 Offset 
Spherical Strut Mount with ease. 

  
 

4. Place the compressed spring in position (if removed from assembly,) and continue by adding 
the Stock Spring Perch. 
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5. Make sure that the bushing from step 2 is in place. Install the 240 Offset Spherical Top Mount 

and 18mm Bushing over strut. (Shown in the following Pictures) 
 

 
6. Locate the two Split Lock Washers. (It's critical that these Split Lock Washers are installed and in 

the correct location) 
 

 
 

7. Install the Split Lock Washer from step 6, after placing the 240 Offset Spherical Mount in place. 
The Split Lock Washer should sit on top of the mount followed by the nut holding the assembly 
together.  
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8. Make sure that the bushing from step 2 and the split lock washer from step 7 are in place. 
Proceed to torque the assembly.  

 
 

9. Clock the Stock Spring Perch and spring till the spring sits in the recess portions of the perches. 
(lower and upper spring perches) Release the spring tension by undoing the spring compressor. 
(Visually inspect the spring as it decompresses to insure it sits in the correct location.) 
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10.  At this point you're strut housing is ready to be bolted back up to your Volvo 240. If removed 
completely, follow the factory procedures and specifications for installation. 
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240 Offset Spherical Strut Mounts (For 2.5in Spring Perch with Luxe Steer) 
  

(1) A Side Mount (1) B Side Mount  
(2) 14mm Top Mount Bushings (2) 8mm Countersunk Bolts   
(2) 14mm Hex Nuts (2) 14mm Jam Nuts  
(2) SKF Bearings (2) 2.5in Upper Spring Perch  

 

 

 
 
 
Complete removal of the strut housing is not necessary if you already have coilovers installed; 
however, if you choose to do so follow the factory procedure for disassembly and reassembly.  
 

1. Insert the provided bolts into your chosen configuration from the bottom of the 240 Offset 
Spherical Strut Mount and assure they are secured (shown below.)  
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2. Insert the provided 14mm bushing into the 240 Offset Spherical Strut Mount bearing (from the 
bottom) or directly to the shaft of your shock as shown in the following picture.  

 
 

3. Locate and assemble the SKF bearing and the 2.5in Upper Spring Perch. The Bearing should clip 
into place and be held stationary in the 2.5in Upper Spring Perch. 
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4. Assemble the 2.5in Luxe Spring Perch onto the 240 Spherical Strut Mount by sliding the SKF 
bearing over the shoulder as shown below.  (Be cautious if separating bearing from mount)  

 

 
 

5. Verify that the 14mm Bushing from step 2, Spring, bump stop are in place. Then, continue to 
install the 240 Offset Spherical Mount onto the shaft of the shock.  

 

 
 

6.  Locate the 14mm Hex Nut and the 14mm hex Jam Nut, Start by threading the 14mm Hex Nut 
(bigger nut) on the shaft and tighten. Finish by installing the 14mm Jam Nut (thinner nut) on top 
of the 14mm Hex Nut and tighten.  
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7. After tightening Nuts and preload has been applied to the spring your 240 Offset Spherical Strut 
Mount should look as shown below.  (Repeat the same process for the other side.)  

 
 

8.  At this point you're strut housing is ready to be bolted back up to your Volvo 240. Be sure to 
follow the factory procedures and specifications for installation. 
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