
Hello!

SPA-780AModels:

Owner’s 
manual

Visit us at www.rabbitair.com

For Questions: Call 888.866.8862
24/7 customer care

SPA-700A



the front panel is removed.

“

”

General Safety Information

•  Please read all tips and warnings before using your Rabbit Air®

•  Use only as directed by the Owner’s Manual. 

    to children.

    at all times. 

   combustible products or vapors may be present.

•  This appliance has a polarized plug (one blade is wider than the other). To         

    safety feature.

•  This appliance is not intended for use by persons (including children) with          

    use of the appliance by a person responsible for their safety.

•  Children should be supervised to ensure they do not play with the appliance.

•  This product complies with the maximum allowable concentration of ozone of  
    0.050 parts per million by volume (ppmv) in a 24-hour period. The Health     

    controlled room approximately 30 m³.

Meet your brand new MinusA2®! 

you've been looking for. Be sure to get familiar with this 
-

tures in the enclosed booklet and on our website. 

We love to hear from you!

Hello there!
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based on a ratio between the model’s CADR for Smoke and the electrical 



Operation Guidelines

Remote Control Tips

Installation Guidelines

•  Do not block the air intake or air outlet. 

steam.

   the back of the unit. 

outlet could become clogged with dirt.

and the wall.

servicing or cleaning the unit.

to install the proper outlet. Do not alter the plug in any way.

with wet hands. 

•  Keep the electrical cord away from heated surfaces at all times.

-
rized service facility for examination and repair. 

user and/or result in severe damage to the unit. 

Remove the power plug from its outlet by grasping the plug and pulling gently.
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 WARNING: Chemical Burn Hazard. Keep batteries away from children.

•  This product contains a lithium button/coin cell battery. If a new or used lithium button/coin cell  

   in as little as 2 hours.

•  Always completely secure the battery compartment. If the battery compartment does      

•  
    immediate medical attention.

•  

•  

   signals.

•  Avoid storing the remote control in direct sunlight. Heat may interfere with remote control  
   signals.



Control Panel/

Display Panel

Mood Light

Light Sensor

Particle Sensor 

Air Quality Indicator

Power Cord 

Bracket Holder

Air Outlet

Handle 

Meet your MinusA2

Front view

Back view

Remote control

Odor Sensor
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Air Intake
(Around all sides 
of front panel)

Power

Timer

Fan Speed Auto Mode

Lithium coin battery (3V)

CR 2025

will return to default. This feature 
is accessible through the remote 
only.



MODE

Filter
Reset

MOOD
LIGHT

Turbo

High

Medium

Low

Silent

Replace
Filters

Pollen

Auto

Ion
Ion

on/off

Sleep

Light Sensor

Air Quality
Indicator

Odor Sensor

High

Medium

Low

Silent

Replace
Filters

Pollen

Auto

Ion
Ion

on/off

Sleep

Light Sensor

Air Quality
Indicator

MOOD
LIGHT

Filter
Reset

Turbo

Mode and Filter Reset 

Mood Ligh

Speed 

Power 

Filter Replacement Indicator

Pollen Mode Indicator

Fan Speed Indicator

Mood Light

Auto Mode Indicator

Sleep Lighting Indicator

Ion Indicator

Air Quality Indicator

Control Panel Indicator Lights

This is a dual control button. When 

mode of operation between Auto 
Mode and Pollen Mode. When 

Indicator will be reset.

changes in the following order as you press
the speed button. 
Silent > Low > Medium > High > Turbo

Press and hold the power button for two

The Mood Light has four colors: blue

Turbo

High

Medium

Low

Silent

Pollen

Replace
Filters

Auto

Ion

Sleep

Air Quality 
Indicator

changes automatically depending 

sensors. The Mood Light shifts 
color in the following pattern: 
blue > purple > light purple > pink .

press and hold the Mode/Filter 
Reset button to reset the 
Replace Filters Indicator.

changes automatically depending 

sensors and light sensor. The 
Mood Light is solid blue when the 
unit is in Auto Mode.

This indicates that the 

operating.

This indicates that the unit is 
operating in Sleep Lighting.

This light indicates the current air 

shift from blue > purple > light 

amount of contaminants. Blue 
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Indicates the fan speed of 

speed is Silent. The highest 
speed is Turbo. 



Meet the Filters Let’s Begin - Initial Set Up

1.  Remove the front panel by  
     lifting from the bottom    
     and pulling up.

      grasping the handles on  
      both sides and pulling         

3.  Pull the tabs on the  
     front of the Pre-Filter  
     to remove it.

4.  Remove the white Medium Filter from the black frame to discard the plastic wrapping.  

Filter case

Pre-Filter

Medium Filter

BioGS™
Filter

Customized 
Filter

Charcoal Based 
Activated Carbon 
Filter

Front panel

Pre-Filter tabs
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REPLACEFILTERS

IONIonon/off

FilterReset



7. Pull out the Activated     
    Carbon Filter and discard  
    plastic wrapping.

6.  Remove the empty Customized Filter frame from the case. Locate the 
Customized Filter set aside from earlier and remove it from its plastic wrapping.

Know your Customized Filter!

Toxin Absorber Customized Filter:

Pet Allergy Customized Filter:

Germ Defense Customized Filter:

Odor Remover Customized Filter:

Front color: Purple
Back color: Gray

Front color: Purple & Rose
Back color: Rose

Front color: Purple & Yellow
Back color: Yellow

Front color: Black (coated material)
Back color: Black 

BackFront

10.  Reattach the front panel by    

        securing the bottom of the panel.

     following order from back to front:

 Pre-Filter.
  (See diagram on page 9). 

    then press the top in (2).

Finishing up!

11 12

ODOR SENSOR

REPLACEFILTERS

IONIonon/off

FilterReset



Replace
Filters

Silent

Low

MODE
Pollen

Pollen

Auto

Ion

Pollen

Auto

Plug the unit into a 120V outlet.

automatically in Auto Mode.

The Mood Light will be a solid blue.
The color of the Air Quality Indicator changes based on 

Sleep Lighting will activate if the room is dark for 3 
minutes.

Auto Mode

Plug the unit into a 120V outlet.

automatically in Auto Mode.

Press the Speed button to change the speed manually. 

and Turbo. 

The Mood Light will be a solid blue. 

Sleep Lighting will activate if the room is dark for 3 
minutes.

Manual Speed Selection

Mode Selection

the Mode/Filter Reset button to select 

or Auto.

Plug the unit into a 120V outlet.

the unit will start up in the same 
mode of operation it was last in.

automatically switch to Sleep Lighting after three minutes and the 
Sleep Lighting indicator will become illuminated. 

consumption and noise. Sleep Lighting will not override the fan 
speed if the MinusA2 is operating in one of its manual speeds or 
Pollen Mode. 

Sleep Lighting

Filter Reset

The Replace Filters Indicator will become illuminated when 

itself.

Operation Modes
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 (Pollen Mode or Auto Mode)

Plug the unit into a 120V outlet.

Press the power button to activate the unit.

purple > pink.

The color of the Air Quality Indicator changes based on the amount of impuri-

Pollen Mode

Filter
Reset

Auto

Air Quality 
Indicator

with Light Sensor

Sleep Lighting will activate if the room is dark for 3 minutes. While the Mood 

will continue to change based on the amount of impurities in the air. 

Turbo

High

Medium

Low

Silent

Sleep

Light Sensor



Pollen

Ion

Auto

Filter

MOOD
LIGHT

Air Quality
Indicator

Replace
Filters

High

Medium

Low

Pollen

Auto

Pollen

Ion

Auto

Press and hold the Speed and Mode
buttons for three seconds to save the
sensitivity level. If no action is taken for

selected is saved automatically.

The color of the Mood Light corresponds to the current mode of operation.
Auto Mode: Blue 
Pollen Mode: The color of the Mood Light will shift: blue > purple > light purple > pink.

Changing the Sensitivity Level of the Sensors Mood Light Operation

preset at a standard sensitivity level as a default. 

Press and hold both the Speed and
Mode button for three seconds.

The Air Quality Indicator and Auto Mode
Indicator will blink.

Press the Speed button to
choose the sensitivity level.

Replace Filters : Low sensitivity
Pollen Mode : Standard sensitivity
Auto Mode : High sensitivity

The Mood Light turns on automatically when the air 

remote.

Mood Light Button 

Replace
Filters

Pollen

Auto

will become illuminated when the generator is on.
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MOOD
LIGHT

Ion
on/off

Ion



1. Open the particle sensor cover on  
    the right side of the unit (when      
    facing the unit). 
2. Use a damp cotton swab to clean  

    outlet.

1. Remove the front panel from the unit and use

Cleaning and Maintenance

Cleaning the Particle Sensor
outlet

Cleaning the Air Intake and Outlet

Cleaning the Front Panel

Cleaning the Mood Light Lens 

Cleaning the Unit Surface

1. Remove the front panel from the unit and use a dry  

1. Clean the air intake and outlet with a soft brush.

•  To clean the Pre-Filter - vacuum method:

 2. Run a vacuum cleaner with a nozzle or brush attachment on low 
      power setting along the Pre-Filter to remove visible particles.

please follow the steps below to wash it.

 1.  Remove the Pre-Filter from the unit.
 2.  Fill the sink with lukewarm water and gently wash the Pre-Filter 
       under the water for 2-3 minutes or until it is completely clean.
 3.  Rinse the Pre-Filter with clean tap water.
 4.  Use a towel to remove any excess water from the Pre-Filter.
 5.  Allow the Pre-Filter to dry for 12-24 hours.

Clean particle sensor every three to six months.

cleaner or soft brush.

Caution: Be careful not to drop 
the brush into the unit.

Use a damp cloth to remove stubborn 
stains and dirty buildup if necessary. 

Use a damp cloth to remove stubborn 
stains and dirty buildup if necessary. 

on the air quality of the room.

Use a damp cloth to remove stubborn stains and dirty buildup if 

the unit's surface.

quality of the room.

dust outlet

dust inlet
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air inlet



every 12 months

Replacing your Filters

The Pre-Filter does not need to be replaced. 
1. Pull the tabs on the front of the Pre-Filter to remove it.

2. Open new Medium Filter and discard the plastic wrapping. 

2. Take the new Customized Filter out of the plastic wrapping and place in the black frame. 
3. Make sure the front of the Customized Filter is facing up. See Customized Filter       

every 12 months

1. Pull out the old Activated Carbon Filter and discard. 
2. Remove the new Activated Carbon Filter from its     

 -Pre-Filter.
  (See diagram on page 9). 

Filter Cleaning and 
Replacement Schedule* 

Filters Filter Life

Pre-Filter

Customized

Medium 

BioG

Charcoal-based Activated Carbon

Washable

s

 

s

*Based on 24/7 operation

Replacing the Medium Filter every 12 months

every 12 months

Replacing the Customized Filter 

Replacing the Activated Carbon Filter 
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Cleanin



Do not attempt to install this product if you do not understand the 

mounting bracket is not installed properly. Check to make sure there are no 
missing or defective parts. Do not attempt to install the mounting bracket if 
there are missing or defective parts. Contact Rabbit Air and replacement parts 

•  Take care not to drill or screw into existing wiring in the wall while installing  
    the wall-mount bracket.  

specialist supplier to install the mounting bracket. Maximum weight of air 

Wall-Mounting your MinusA2

Only use the approved Rabbit Air wall-mount kit to install the MinusA2 Air 

Don’t have a wall-mount kit? Want one? Order online at 
www.rabbitair.com or over the phone at 888.866.8862
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 (Optional)

    ceiling and eight inches of clearance on either side.

•  Do not pull on the power cord.
•  Make sure the hanger screws have been securely driven into studs.
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Limited Warranty

Rabbit Air 
Five (5) Year Limited Warranty
(For Rabbit Air Branded Products Only)

-

HOW CONSUMER LAW RELATES TO THIS WARRANTY

WARRANTY LIMITATIONS SUBJECT TO CONSUMER LAW

WHAT IS COVERED BY THIS WARRANTY?

defects in materials and workmanship when used normally in accordance with Rabbit Air’s 

communications. 

WHAT IS NOT COVERED BY THIS WARRANTY?

-
tion. Rabbit Air does not warrant that the operation of the Rabbit Air Product will be uninter-
rupted or error-free. Rabbit Air is not responsible for damage arising from failure to follow 
instructions relating to the Rabbit Air Product’s use.

outside Rabbit Air’s published guidelines; (h) to damage caused by service performed by 
anyone who is not a representative of Rabbit Air; (i) to a Rabbit Air Product that has been 

defects caused by normal wear and tear or otherwise due to the normal aging of the Rabbit 
Air Product; (k) to Rabbit Air Products marked as “sample” or sold “as is”; (l) if any serial 
number has been removed or defaced from the Rabbit Air Product; or (m) if Rabbit Air receives 
information from relevant public authorities that a Rabbit Air Product has been stolen.

YOUR RESPONSIBILITIES
Rabbit Air tries to honor this warranty in all cases where it has information regarding your 

encourage you to complete the warranty registration form online at www.rabbitair.com/war-

procedures for obtaining warranty service. 

WARRANTY SERVICE DURING THE FIRST 90 DAYS

may apply depending on your location. 

If you submit a valid claim to Rabbit Air in accordance with this warranty within ninety (90) 

with the same model (or with your consent a Rabbit Air Product that has similar functionality). 



Warranty
Register online at www.rabbitair.com/warranty

•  Product Protection

 in the future.

•  Proof of Ownership

 Please complete and return this registration within 90 days from purchase in order  
 to receive our 5-year limited warranty. 

percent of the time. Labor is included in our 
warranty; when warranty work is 

“

”

25 26Visit us at www.rabbitair.com

For Questions: Call 888.866.8862
24/7 customer care

WARRANTY SERVICE AFTER THE FIRST 90 DAYS

-
ment item becomes your property and the replaced or refunded item becomes Rabbit Air’s 
property.

listed above. A Rabbit Air representative will help determine whether your Rabbit Air Product 

the repaired or replaced product back to you). 

Please note that any repairs attempted or completed without Rabbit Air authorization will void 
this warranty.

Rabbit Air reserves the right to change the method by which Rabbit Air may provide warranty 

associated taxes and charges. 

LIMITATION OF LIABILITY

-

GENERAL

successor in title is the warrantor under this Warranty. Any future claims regarding your Rabbit 

ADDITIONAL INFORMATION

24 hours a day.
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