FLEXIBLE METALLIC CONDUIT SYSTEMS - TYPE FUB / FUG (UL/CSA) & FLB / FLG - LIQUID TIGHT SYSTEM 13

Flexible metallic conduit systems
Type FUB / FUG (UL/CSA) & Type FLB / FLG - Liquid tight system

— Materials: Heavy galvanised steel core -
Type FUB / FUG (UL/CSA) - UL/CSA Listed, liquid tight conduit Copper packing with PVC covering / Colour: Black or Grey

Nominal us Outside Inside Coil
Black Grey conduit size conduit size diameter diameter lengths
Part no. Part no. (mm) (in.) (mm) (mm) (m)
FUBO3* FUGO3* 16.0 38 17.8 12.5 10/30
FUBO4* FUGO4* 20.0 /2 21.1 15.9 10/30
FUBO5* FUGO5* 25.0 3/a 26.4 21.0 10/30
FUBO6* FUGO6* 32.0 1 33.1 26.7 10/20
FUBO7* FUGO7* 40.0 11/4 41.8 35.4 10/20
FUBO8* FUGO8* 50.0 11/2 47.7 40.4 10/20
FUB09* FUGO9* 63.0 2 60.0 51.6 10/20

*Add coil length to complete part number, e.g. 10 metres of FUB UL / CSA 16mm in black is FUG0310.

Approvals Approvals Fire performance UV Resistance

@ @

Flame retardant / Oil & chemical resistance Very high (Black)

High (Grey)

UL Listed - File No. E76358
CSA Approved - File No. 048689

IP Rating (with appropriate fittings)

Standard with XQM, XQMS, XQAS,
XQA, XRM, XSM, XSA & XMM

Temperature range [P69

Static temperature: -20°C to +105°C
Flexing temperature: -5°C to +105°C |P67 Standard with XQM, XQMS, XQAS,

XQA, XRM, XSM, XSA & XMM

Flexibility & fatigue life

Standard with XQM, XQMS, XQAS,
XQA, XRM, XSM, XSA & XMM

Medium flexibility - medium fatigue life 1P66

*Application temperature limited by approval.

Type FLB / FLG - Liquid tight, PVC covered conduit Materials: Galvanised steel core - String packing with PVC covering / Colour: Black or Grey

Nominal us Outside Inside Coil
Black Grey conduit size  conduit size diameter diameter lengths
Part no. Part no. (mm) (in.) (mm) (mm) (m)
FLBO2* FLGO2* 12.0 5/16 14.2 10.0 10/30
FLBO3* FLGO3* 16.0 3/g 17.8 12.5 10/30
FLBO4* FLGO4* 20.0 1/> 21.1 15.9 10/30
FLBO5* FLGO5* 25.0 3/ 26.4 21.0 10/30
FLBOG* FLGO6* 32.0 1 33.1 26.7 10/20
FLBO7* FLGO7* 40.0 14 41.8 354 10/20
FLBO8* FLGO8* 50.0 112 47.5 40.4 10/20
FLBO9* FLGO9* 63.0 2 59.7 51.6 10/20

*Add coil length to complete part number e.g. 10 metres of FLB 12mm in black is FLG0210.

Approvals

Approvals

Fire performance

UV Resistance

Vv CE

KM90009 DIRECTIVE
KM35161

BSI Kitemark / KM-35161
CE Mark to the low voltage directive

Flame retardant

IP Rating (with appropriate fittings)

Temperature range

Static temperature: -20°C to +105°C
Flexing temperature: -5°C to +105°C

Flexibility & fatigue life

Medium flexibility - medium fatigue life

Characteristics

Oil & chemical resistance

IP69

IP67

IP66

Standard with XQM, XQMS, XQAS,
XQA, XRM, XSM, XSA & XMM

Standard with XQM, XQMS, XQAS,
XQA, XRM, XSM, XSA & XMM

Standard with XQM, XQMS, XQAS,
XQA, XRM, XSM, XSA & XMM

Very high (Black)
High (Grey)




