14 KOPEX CONDUIT SYSTEMS & ACCESSORIES

Flexible metallic conduit systems
Type XQM & XRM 45° - Liquid tight fittings

—_ Materials: Nickel plated brass body, back nut & insert.

Type XQM - Liquid tight for covered conduit High temperature co-polyester seal, NBR face seal, nylon cable protection insert
Nominal

Metric conduit size Metric NPT NPT us

Part no. (mm) thread size Part no. thread size conduit size

XQM0203 16.0 M16 - - 5/16

XQMO0303 16.0 M16 - - 3/8

XQMO0304 20.0 M20 XQA0304 /2 3/8

XQMO0404 20.0 M20 XQA0404 /2 12

XQMO0505 25.0 M25 XQAO0505 3/a 3/a

XQMO0606 32.0 M32 XQA0606 1 1

XQMO0707 40.0 M40 XQA0707 11/ 11/

XQM0808 50.0 M50 XQA0808 11/2 11/2

XQMO0909 63.0 M63 XQA0909 2 2

Approvals Approvals For use with: IP Rating

BSI Kitemark / KM-35161 AllF Series conduits IP66

c € CE Mark to the low voltage directive Degree of mechanical protection 1P67

o EEE UL514B file number E60625 Very high IP69

Temperature range

Static temperature: -50°C to +150°C
Dynamic temperature: -45°C to +150°C

— Materials: Nickel plated brass body, back nut & insert.

Type XRM 45° - 45° Elbow fitting - External male thread High temperature co-polyester seal, NBR face seal, nylon cable protectioninsert
Nominal
Metric conduit size Metric us
Part no. (mm) thread size conduit size
XRMO0303 16.0 M16 3/
XRMO0304 20.0 M20 /g
XRM0404 20.0 M20 12
XRMO0505 25.0 M25 3/a
XRM0606 32.0 M32 1
XRMO707 40.0 M40 11/
XRM0808 50.0 M50 11/2
XRM0909 63.0 M63 2
Approvals Approvals For use with: IP Rating
BSI Kitemark / KM-35161 All F Series conduits IP66
c @ CE Mark to the low voltage directive Degree of mechanical protection P67
Pt AR UL514B file number E60625 Very high IP69

Temperature range

Static temperature: -50°C to +150°C
Dynamic temperature: -45°C to +150°C




