
Confidential material. Copyright Chervon Ltd.

Replacement Guideline

1. Replace the right handle clocking clamp firstly.

ŵ Adjust the handle to the grass bag removal position and use a screw driver to 

remove the screws(totally 8 pcs).
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Replacement Guideline

Ŷ Remove the upper part, as well as the rubber set, from the bottom beam housing.

ŷ Take out the switch actuator with the spring, separate the bottom beam housing 

to have replacement. 
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Replacement Guideline

Ÿ Align the cable into the new bottom beam housing and mount the new bottom 

housing onto the beam and tube, ensuring that the plastic bushing is against  the 

housing interior as following picture shown.

Ź Locate the microswitch into its position.

Beam 

Tube 

Plastic Bushing inside

Aligning this hole with 

the pole on the housing  
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Replacement Guideline

ź Fully extend the side rail, ensuring that the dent on the rail  appears in the 

opening of the outer tube.

Ż Mount the switch actuator, together with the spring, into the new bottom housing. 

Dent located in the opening

Outer Tube

Side Rail

Aligning this pole with the 
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Replacement Guideline

ż Attach the rubber pad and base onto the rectangle groove in the outer tube. Make 

sure that the rubber base is towards outside.

Ž Close the upper housing and clamp the green clamp for easily locking with screws.
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Replacement Guideline

ž Adjust the handle to any working position, test the new handle locking clamp 

function and check that if the microswitch can work properly. If not, assemble 

them again following the above steps.
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Replacement Guideline

2. Replace the left handle clocking clamp.

ŵ Adjust the handle to the grass bag removal position and use a screw driver to 

remove the screws(totally 8 pcs).
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Replacement Guideline

Ŷ Take down the upper part, rubber set and the bottom part. 

ŷ Replace with new ones.

Rubber Set(pad and base)

Upper Part

Bottom Part
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