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Technical specifications 
 

 

 

 

 

Power requirement: 5V 2A 

Connectivity: 2.4 GHz 
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Safety and usage considerations 

 Before use: 

Make sure the power connector is dry when you connect it to power. The PLAATO Keg 

is water-resistant, but if there is moisture in the power port when connected to power it 

will damage the product. 

Do not use a dishwasher to clean the PLAATO Keg (even if it fits very well in there). 

During use: 

A stable environment 

The three load-cells all need to have solid footing in order to give accurate weight 

readings. The keg on top also needs to be standing securely, as wobbling will register as 

false pours.  

Make sure that the Keg is not placed close to a source of vibration, like a compressor. 

Although you can reduce the sensitivity of the load-cells in the app, we recommend that 

you keep the potential disturbances at a minimum. 

In short you need: 

• A flat surface 

• A level surface 

• Minimal vibrations 

 

How to wash & sanitize 

Wipe off the Keg using a damp cloth. If there has been a leak or spillage, unplug your Keg and 

make sure the power connector is completely dry before plugging your cable back in. 

If beer has been spilled on your Keg, simply letting the power connector dry is not enough - 

make sure it is clean of all residue before plugging it back in. 
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Connecting PLAATO Keg to WiFi 
 

First time use: 

1. Connect PLAATO Keg to a standard USB-charger, using the supplied USB-cable 

2. Download the PLAATO-app for iPhone or Android 

3. Create a New Account - or log in 

4. Follow the setup-guide connecting PLAATO Keg to a 2.4GHz network 

5. ..and you are all set 

Adding another PLAATO device to your account: 

1. Select the menu in the top right corner of your app 

2. At the bottom of "My Devices" select "Add new device" 

3. Follow the setup-process as before. You know what to do! 

The LEDs will now enter "Sensing-mode", showing that Plaato is connected. 

  

This is a one-time operation. The WiFi credentials are saved and will be used at every power-up 

- unless you reset. 
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Setup of a new Keg 
 

Set Global Settings 

 

Choose Units, Keg Mode and Scale 

Sensitivity. 

 
Install Keg in Kegerator & Tare 

 

Make sure Plaato Keg is placed on a stable 

flat surface, standing freely without any 

weight on top. Then press «Tare» to zero the 

device. 

Note. Plaato Keg works as a scale, and must 

be tared without load on top to get accurate 

measurements. 
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Set «Empty keg weight» 

 

The weight of the empty keg will be 

subtracted from the measurement, in order to 

only weigh the actual contents.  

Corny kegs weighs about 

10,4lbs (4.45kg) 

You can use the Plaato Keg to measure the 

weight of your keg. 

 

 
Set Max Keg Volume 

 

This variable is used to calculate the 

percentage of remaining beer in the keg. 

(OPTIONAL) Set the Final Gravity 

Finally, you can set the Original Gravity and 

Final Gravity of your beer to calculate the 

ABV. Final Gravity is also used to calculate 

the weight and volume of your beer. If you do 

not know the Final Gravity of your beer leave 

it as 1000 and you will still get a good 

estimation of what is left in your keg. 
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How to reset 

Resetting your PLAATO Keg can be necessary when the local WiFi-network has changed, or if 

unexpected problems occur. 

1. Connect the PLAATO Keg to power. 

One or more LEDs on your Keg will light up. 

2. Flip the PLAATO Keg around. Take out the yellow reset-key from the bottom of 

your Keg. 

Keep the PLAATO Keg connected to power. 

3. Place the yellow reset-key in the hole marked "RESET" on the bottom of your Keg. 

All the LEDs will now turn off. 

4. The reset is completed after 3 seconds. All three LEDs will light up. 

After the reset, you will need to redo the first-time setup.  
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The Debug Tab 

The "Debug"-tab of your app contains a lot of information, which can be confusing. It is mostly 

used by us to troubleshoot your product, but there is some information here that will be helpful 

when setting up your PLAATO Keg. In this article we will break it down section by section, 

starting from the top. 

Calibration info 

 

The calibration info is purely to help with our troubleshooting. 

• Offset & Slope 

All PLAATO Kegs are calibrated and tested before they leave 

the factory. "Offset" and "Slope" are calibration values for your 

load-cells, set by the testers. 

• ADC 

ADC shows the value of the fluid sensor at the bottom of your 

PLAATO Keg. 0 means there is no fluid detected, 1 means 

there is fluid detected. 

• Calibrate with known weight 

This is used to manually calibrate the PLAATO Keg. Do not do 

this unless you've contacted support first at support@plaato.io, 

as it can lead to issues when done wrong and should not be 

needed. If you've used this option, see how to reset your weight 

calibration below. 

 

 

 

 

 

 

 

 

 

mailto:support@plaato.io
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Temperature offset 

 

The temperature offset is used for your temperature sensor. Due to the 

waterproof casing, the temperature sensor gets heated by the other 

internal components of your PLAATO Keg. This temperature will max 

out at a certain level, but also varies with the climate your Keg is in, 

which is why it is not set at the factory. When your temperature-sensor 

has "settled in", go here to set your offset. 

 

 

 

 

 

 

The Options menu 

 

The Options menu is another option 

that you should rarely have to use. When 

you tap it a menu with two options will 

open. The currently selected option is 

highlighted in green. Press "OK" to 

select the highlighted option. 

1. Check for firmware update 
The PLAATO Keg will automatically 
check for and install firmware 
updates when they are released, 
but on rare occasions this will not 
happen. In that case you can use 
this option to manually initiate a 
search for updates. 

2. Reset calibration 
If you've used the "Calibrate with 
known weight"-option, you can 
reset the calibration of your load-
cells to factory values here. 
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Device info 

 

Device info shows the WiFi signal strength and firmware-version of 

your PLAATO Keg. If your signal strength it low it can affect the 

performance of your Keg. 

If you experience a problem with the Keg it can be good to check your 

firmware version first and verify that you have the latest one. 

 

  


