
EB1812P GEN 2
18KW/12KW/9KW/6KW 
ELECTRONIC BALLAST

Max Lamp Power 18000W

Output Power  1000Hz, 300Hz, 100Hz, 
Silent Mode

Current Draw  81.7A @ 230V

DMX Built In      Yes      

Width 322mm/12.7”

Length  483.5mm/19”

Output Power Options 18kW, 12kW, 9kW, 6kW

Input Voltage Range 195-265V AC

Power Factor  >0.98

Max. Ambient Temp 45°C/113°F

Height  442mm/17.4” (without cart)

Weight  42kg/92lb (without cart)
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BESTSELLING 12KW/18KW HIGH SPEED BALLAST: WE CONSTANTLY 
EVOLVE OUR MODELS AND IMPROVE THE FEATURES.

The GEN 2 is more robust 
for use in high-humidity, 
improved reliability when 
operating in extreme 
environments, and has a 
unique modular design 
for easier maintenance. 

The power circuits are 
designed to tolerate huge 
voltage fluctuations to 
keep the product running 
under the harshest power 
supply conditions.

The power components 
can be interchanged in 
a few minutes, ensuring 
the GEN 2 is always ready 
for use.

l AUTOSCAN AS STANDARD

l 1000HZ OUTPUT FOR HIGH SPEED
FILMING

l COMPENSATION OF LAMP
CABLE VOLT DROP

l PLUGGABLE POWER MODULES

l FLUOROPOLYMER-COATING OF PCBS
PROTECTS AGAINST HIGH HUMIDITY

l TOLERATES VAST RANGE OF POWER
SUPPLY CONDITIONS
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